
Form 3160-3 FORM APPROVED

(August 1999) OMB No. 1004-0136

UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-37355

APPLICATIONFORPERMITTODRILLORREENTER 6. If Indian, Allottee or Tribe Name

la. Type of Work: DRILL REENTER
7. If Unit or CA Agreement, Name and No.

8. Lease Name and Well No.

h. Type of Well: LOitWelk Gas Well Other __ __ -Single Zone Multiple Zone _= BONANZA4023-8 M-
2. Name of Operator 9. API Well No.

KERR McGEE OIL & GAS ONSHORE LP Ollg‡ýþ Q
3A. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 NATURAL BUTTES
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area

At surface SWSW 540'FSL, 687'FWL (040SS P $ · 7 íÖÍ
At proposed prod. Zone (2 I24

' IMJf7 ob7 SECTION 8, T10S, R23E
14. Distance in rniles and direction from nearest town or post office* 12. County or Parish 13. State

26.6 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
15. Distance tiom proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, It. 540'
(Also to nearest drig. unit line, if any) 1920.00 40.00

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed, REFER TO
applied for, on this lease, ft TOPO c 8060' BOND NO. 2971100-2533

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5304'GL
24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the
authorized office.

25. e Name (Printed/Typed) | Date

¥tie' ' .SHEILA UPCHEGO I 5/31/2006

EGULAT Y T V
ved by S tur i Name (Printed/Typed) I Date

RADLEYG. HILL
Title EN RONMENTALMANAGER

-Application-approval-does-not,varrant-oreertifydhatthe-applicantalolds-legal or equitable-title to-thosenghtsän-the-subjeet-lease-whielevouldentitle4he-applicant-to-conduct

operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

FederalApproval of this JUNU gy
Action is Necessary

DIVOFCll-,



Kerr- McGee Oil & Gas Onshore LPTi0 S, R23E, S. L.B. &M. Well locotion, BON NZA #1023-8M, located as
shown in the SW 1/4 SW 1/4 of Section 8, T10S,

SB9'5J'57"W - 2667.71' (Meas.) SB9'47'18"W - 2598.58' (Meas.) R23E, S.L.B.&M. Uintah County, Utah.
A,7gge. '

4 i 0 o O B SIS OF ELEVATIONof Stones High Pi/e of
stones BENCH MARK (58 EAM) LOCATED IN THE NE 1/4 OF

SECTION 30, T9S, R23E, S.L.B.&M. TAKEN FROM THE RED WASH
SE, QUADRANGLE,UTAlj, UINTAH COUNTY, 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICAL SURVEY. SAID
ELEVATION IS MARKED AS BEING 5132 FEET.

BÁSIS OF BEARINGSI

BASIS OF BE RINGS IS A G.P.S. OBSERVATION.

1995 A/vm. Cop,
0.7' High, P//a

1995 Alurn. Cop, Nof Stones
n 5' Above 1.0'
High P//e of
Stones

SCALE

CERTIFICATE
THIS IS TO CERTIFYTHAT THE ABOV ogs; D FROM
FIELD NOTES OF ACTUAL SURVEYS ME: YBONANZA/1023-8M
SUPERVISIONAND TÑAT THE SA UE AND THE LElev. Ungraded Ground = 5JO4' BEST OF MY KNOWLEDGEAND

1995 Alum. Cap,
1995 A/vm. C¤P, 0.7' High Above

- 13 Le0.6' Above 2.5' i.O' High P//e of I GIST ÙRVE R
"

High Pile of Stones Around CaP, IST ON 613Stones Second Pile ELY
A k S TAH

S8940'27"W - 2640.ÒJ' (Meas.) SB9°41'00"W
- 2627.41' (Meas.)

1995 Alum, cop,
UINTAH ENGIÑEERING & RVEYING0.7' High, Pile i

of stones 85 SOUTH 200 EAST - VERNAL, UTAH 84078(NAD 83)
LEGEND: LATITUDE = 39'57'27.73" (39.957703) (435) 789-1017

LONGITUDE=
109°21'27.54" (109.357650) SCALE DATE SURVEYED: DATE DRAWN:

= 90 SYMBOL (NAD 27) 1 = 1000' 02-16-06 02--22-06
PARTY REFERENCESO = PROPOSED WELL HEAD LATITUDE =

39°57'27.85" (39.957736) J.R. L.M. P. G.L.O. PLATA = SECTIONCORNERS LOCATED. LONGITUDE= 109'21'25.10" (109.356972) WEATHER FILE \(err-McGee Oil &COLD Gas Onshore



BONANZA #1023-8M
SWISW Sec. 8, T10S,R23E

UINTAH COUNTY, UTAH
UTU-37355

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1 Estimated Topš ofImportanfGëõlokic Markers:

Formation Depth

Uinta 0- Surface
Green River 1133'
Top of Birds Nest Water 1306'
Mahogany 1901'
Wasatch 4023'
Mesaverde 6206'
MVU2 7015'
MVL1 7570'
TD 8060'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Fornations:

Substance Formation Depth

Green River 1133'
Water Top of Birds Nest Water 1306'

Mahogany 1901'
Gas Wasatch 4023'
Gas Mesaverde 6206'
Gas MVU2 7015'
Gas MVL1 7570'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

Please refer to the attached Drilling Program.

4. Proposed Casing & Cementing Program:

Please refer to the attached Drilling Program.

5. Drilling Fluids Progrant

Please refer to the attached Drilling Program.

6. Evaluation Program:

Please refer to the attached Drilling



7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated at 8060' TD, approximately equals 4997 psi
(calculated at 0.62 psi/foot).

Maximumanticipated surface pressure equals approximately 3224 psi (bottomholepressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates:

Drilling is planned to commence immediately upon approval of this application.

9. Variances:

Please refer to the attached Drilling Program.

10. Other Information:

Please refer to the attached Drilling



KERR-McGEE OIL & GAS ONSHORE LP

DRILLINGPROGRAM
COMPANYNAME KERR-McGEEOIL &GAS ONSHORE LP DATE May31, 2006

WELL NAME BONANZA 1023-8M TD 8,060' MD/TVD

FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 5,304' GL KB 5,319'

SURFACE LOCATION SWSW SECTION 8, T10S, R23E 540'FSL, 68TFWL BHL Straight Hole

Latitude: 39.957703 Longitude: 109.357650

OBJECTIVEZONE(S) Wasatch/Mesaverde
ADDITIONAL INFO Regulatory Agencies: BLM (SURF & MINERALS), UDOGM, Tri-County Health Dept.

40' 14"

I

12-1/4" 9-5/8", 32.3#, H-40, STC Airmist

Catch water sample, if possible,
from 0 to 4,023'

Green River @ 1,133'
Top of Birds Nest Water @ 1,306'

Mahogany @ 1,901'
Preset fl GL @

1,910' MD
Note: 12.25" surfacehole will usually be
drilled ±400' below the bottom of lost
circulation zone. Drilleddepth may be
±200' of the estimated set depth
depending on the acutal depth of the loss
zone.

Water Fresh

Mud logging program TBD
Water Mud

Opea hole logging program f/TD - surf csg 7-7/8" 4-1/2",11.3#, I-80 or 8.3-11.0 ppg
equivalent i TC casing

Wasatch @ 4,023'

Mverde @ 6,206'

MVU2@ 7,015'

MVL1 @ 7,570'

Max anticipated
Mud required

TD @ 8,060' 11.0 ppg

BON1023-8M



KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

CASING PROGRAM ETERERMW

CONDUCTOR 14" 0-40'
2270 1370 254000

SURFACE 9-5/8• 0 to 1910 32.30 H-40 STC 0.80******* 1.53 4.70

7780 6350 201000

PRODUCTION 4-1/2" 0 to 8060 11.60 1-80 LTC 2.74 1.38 2.46

1) Max Anticipated Surf. Press.(MASP) (Surface Casing) = (Pore Pressure at next csg point-(0.22 psilft-partial evac gradient x TVD of next csg point)

2) MASP (Prod Casing) = Pore Pressure at TD - (.22psilft-partial evac gradient x TD)

(Burst Assumptions: TD = 11.0 ppg) .22 psilft = gradient for partially evac wellbore

(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: AirWeight of Casing*Buoy.Fact of water)

MASP 2837 ps
****** ** Burst SF is low but esg is much stronger than formation at 2000' EMW @ 2000 for 227D#is 21 8 ppg or 1 13 psilft

CEMENT PROGRAM

SURFACE LEAD i 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18

Option 1 +
.25 pps flocele

TOP OUT CMT (0 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18

+ 2% CaCI + .25 pps flocele

TOP OUT CMT (2) as required Premium cmt + 2% CaCI as req. 15.60 1.18

SURFACE NOTE: If well will circulate water to siirface, op ion 2will b utilized

Option 2 LEAD 1500 Prem cmt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82

+.25 pps Flocele + 3% salt BWOC

TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

+ 25 pps flocele

TOP OUT CMI as required Premium cmt + 2% CaCI as req 15.60 1.18

PRODUCTION LEAD 3,520' Premium Lite 11+ 3% KCI + 0 25 pps 390 60% 11.00 3.38

celloflake + 5 pps gilsonite + 10% gel

+ 0 5% extender

TAIL 4,540' 50/50 Poz/G + 10% salt + 2% gel 1270 60% 14.30 1.31

+ 1% R-3
*Substitute caliper hole volume plus 0% excess for LEAD If accurate ca iper is obtained
*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring

centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3Joints&every thirdjointto top oftaíl cement with bow

spring centralizers.

ADDITIONALINFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out

BOPE: 11" 3M with one annular and 2 rams. Test to 3,000 psi (annular to 1,500 psi) prior to drilling out. Record on chart recorder &

tour sheet. Function test rams on each trip. Maintain safety valve &inside BOP on rig floorat all times. Kefly to be equipped with upper

&lower kelly valves.

Drop Totco surveys every 2000'. Maximum allowable hole angle is 5 degrees.

Most rigs have PVT Systems for mud monitoring. If no PVT is available,visual monitoring will be utililzed.

DRILLING ENGINEER: . DATE:

Brad Laney

DRILLING SUPERINTENDENT: DATE:

Randy Bayne

BON1023-8M



SM BOP STACKand CHOKEMANIFOLDSYSTEM

DRILLING NÍPPL£

PLOW LINE
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MllL) BRILLING

SPOOL

REMOTELY DPERATED CHDKE

REMDTELY DP RATID VALV2

SEQUENCE OPTIONAL



BONANZA 1023-8M
SW/SW SECTION 8, T10S, R23E

UINTAH COUNTY, UTAH
UTU-37355

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

Existing Roads:

Directions to the proposed location are attached.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

All existing roads will be maintained and kept in good repair during all drilling and completion

operations associated with this well.

2. Planned Access Roads:

Approximately 330' +/- ofnew access roads is proposed. Refer to Topo Map B.

The access road will be crowned (2 to 3%), ditched and constructed with a running surface of 18 feet
and a maximum disturbed width of 30 feet. Graveling or capping the roadbed will be performed as

necessary to provide a well constructed, safe road. Prior to construction or upgrading, the proposed

road shall be cleared of any snow and allowed to dry completely.

Surfacedisturbance and vehicular traffic will be limited to the proposed location and proposed access

route. Any additional area needed will be approved in advance. All construction shall be in

conformance with the standards outlined in the BLM and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development. 1989.

The road surface and shoulders will be kept in a safe and usable condition and will be maintained in
accordance with the original construction standards. All drainage ditches will be kept clear and free-

flowing and will be maintained according to original construction standards. The access road surface

will be kept free of trash during operations. All traffic will be confined to the approved disturbed
surface. Road drainagecrossings shall be designed so they willnot cause siltation or accumulation of

debris in the drainage crossing or shall the drainagesbe blocked by the road bed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water off at frequent intervals by means of

cutouts. Should mud holes develop, they shall be filled in and detours around them avoided. When

snow is removed from the road during the winter months, the snow shall be pushed outside of the
borrow ditches, and the turnouts kept clear so that snowmelt will be channeled away trom the road.

3. Location of Existing Wells Within a 1-Mile Radius

Please refer to Topo Map



BONANZA 1023-8M Surface Use and Operations Plan Page 2

4. Location of Existing & Proposed Facilities & Pipelines

Thefollowingguidelines will apply if the well isproductive.

All production facilities will be located on the disturbedportion of the well pad and at a minimum of
25 feet from the toe of the back slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which contain fluids (i.e.,
-- production tanks, produced water tanks and/or heater/treater).--These-dikes will be construeted of

compacted subsoil, be impervious, hold 100% of the capacity of the largest tank, and be independent
of the back cut.

All permanent (on-site six months or longer) above the ground structures constructed or installed,
including pumping units, will be painted a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the five state Rocky Mountain Inter-Agency
Committee.

All facilities will be painted within six months of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) will be excluded. The requested color is Carlsbad
Canyon (2.5 Y 6/2) as determined during the on-site inspection.

Any necessary pits will be properly fenced to protect livestock and prevent wildlife entry.

Variances to Best Management Practices (BMP) Requests:

Approximately 7' of 4" steel pipeline. Please refer to the Topo Map D. The pipeline will be butt-
welded together.

The pipeline shall be installed on surface within access corridor for the well location. As a Best
Management Practice (BMP), the pipeline would be buried within the access road corridor if possible.
The construction of pipelines requires the corridor of 30 feet.

This exception to the BMP should be granted by the BLM Authorized Officer because indurated

bedrock, such as sandstone, is at or within 2 feet of the surface and the soil has a poor history for
successful rehabilitation.

5. Location and Type of Water Supply:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec.32, T4S,R3E, Water User Claim #43-8496, Application #53617.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials·

Surface and subsoil materials in the immediate area will be



BONANZA 1023-8M Surface Use and Operations Plan Page 3

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon terminationof

drilling and completion operations, the liquid contents of the reserve pit will be removed and disposed
of at an-approved waste-disposal facility withia 120 days after drilling is terminated

The reserve pit will be constructed on the location and will not be located within natural drainage,
where a floodhazard exists or surface runoff will destroy or damage the pit walls. The reserve pit will

be constructed so that it will not leak, break, or allow discharge of liquids.

A plastic reinforced liner is to be used as discussedduring on-site inspection. It willbe a minimum of

20 mil thick and felt with sufficient bedding used to cover any rocks. The liner will overlap the pit

walls and be covered with dirt and/or rocks to hold it in place. No trash or scrap that could puncture
the liner will be disposed of in the pit.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and removed

to an approved disposal site.

A chemical porta-toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully enclosed

trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and removed

from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until such time as

the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount greater

than 10,000 pounds will be used, produced, stored, transported, or disposed of annually in association

with the drillingof this well. Furthermore, no extremely hazardous substances, as defined in 40 CFR

355, in threshold planning quantities, will be used, produced, stored, transported, or disposed of in

association with the drilling of this well.

Anyproduced water fromthe proposed well will be contained in a water tank and will then be hauled

by truck Töone ofthe pre-approved disposal sites: REXJec. 5, 795 R22E, NBU #Ï19, Sec.S J;-793,

R2]E, Ace Oilfield, Sec. 2, T6S,R20E, MC&MC, Sec. 12, T6S, R19E. (Request is in lieu of filing
Form 3160-5, after initial production).

8. Ancillary Facilities·

None are
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9. Well Site Lavout (See Location Layout Diagram)

The attached LocationLayout Diagram describesdrill pad cross-sections, cuts and fills, and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

39 inch net wire will=be used with-at least one strand-of barbed wire on top of=the=net=wire Barbed

wire is not necessary if pipe or some type of reinforcement rod is attached to the top of the entire

fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall be three
inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum distance
between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on three sides during drilling operations, and on the fourth side when

the rig moves off location. Pits will be fenced and maintained until cleanup.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all unused

tubing,materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbonsin the pit shall be removed in accordance with

43 CFR 3162.7-1.

Before any dirt work associated with location restoration takes place, the reserve pit shall be as dry as

possible. All debris in it will be removed. Other waste and spoil materials will be disposed of

immediately upon completion of operations.

The reserve pit and that portion of the locationnot needed for production facilities/operations will be

recontoured to the approximate natural contours. The reserve-pirwilltre 1eclaimed within 90 days
from the date of well completion, weather permitting.

To prevent surface water (s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface three feet above surrounding
ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoil will be spread

evenly over the reclaimed
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Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to their
original condition. Where applicable, these conditions include the re-establishment of irrigation
systems, the re-establishment of appropriate soil conditions, and re-establishment of vegetation as
specified.

All disturbed surfaces will be recontoured to the approximate natural contours, with reclamation of the
well pad and access road to be performed as soon as practical after final abandonment. Reseeding
operations wilbbe performed after completion of otherseclamation operations.

When the pit is backfilled, the topsoil pile shall be spread on the location up to the rig anchor points.

The location will be reshaped to the original contour to the extent possible. The following seed
mixture will be used to reclaim the surface for interim reclamation using appropriate reclamation

methods. A total of 12 lbs/acre will be used if the seeds are drilled (24 1bs/acre if the seeds are
broadcast). The per acre requirements for drilled seeds are:

Crested Wheatgrass 4 lbs.
Needle and Thread Grass 4 lbs
Indian Rice Grass 4 lbs.

The operator shall call BLM for the seed mixture when final reclamation occurs.

11. Surface Ownership:

United States of America
Bureau of Land Management
170 South 500 East
Vernal, UT 84078
(435) 781-4400

12. Other Information:

A Class III Archaeological Report has been performed and completed on May 19, 2005, the
Archaeological Report No. 05-91
Paleontological Reconnaissance Report has been performed and completed on May 26, 2006, the
Paleontological Report No. 06-75.

WILDLIFE STIPULATIONS:

MEXICAN SPOTTED OWL: The operator will be committed to perform a one year survey for the
MSU m the butter zone. After a one year survey is complete and no ñndings of the MSO irf dami, the
operator will not commence any construction or drilling activities from March 15th

- June 15th

CRITICAL HABITAT: No construction or drilling from May 15*- July 10*. Submit a letter to the

BLM to requests waiver for stipulations.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

all applicable laws, regulations, the approved Plan of Operations, and any applicable Notice
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Lessees. The Operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative to ensure compliance. The Operator will control
noxious weeds along Rights-Of-Way for roads, pipelines, well sites, or other applicable facilities.

13. Lessee's or Operators's Representative & Certifcation:

Sheila Upchego Randy Bayne
Regulatory Analyst Drilling Manager
Kert-McGee Oil & Gas-OnshoreLP Kerr-McGee Gil=& GasDnshore LP
1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078
(435) 781-7024 (435)781-7018

Certification: All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on location during all construction and drilling operations.

Kerr-McGee Oil &Gas Onshore LP is considered to be the operator of the subject well. Westport Oil
& Gas Company agrees to be responsible under the terms and the conditions of the lease for the
operations conducted upon leased lands.

Bond coverage pursuant to 43 CFR 3104 for the leaseactivities is being provided by BLM Nationwide
Bond #2971100-2533.

I hereby certify that the proposed drill site and access route has been inspected and that I am familiar
with the conditions that currently exist; that the statements made in this plan are, to the best of my
knowledge, true and correct; and the work associated with the operations proposed herein will be
performed by the Operator, its contractors, and subcontractors in conformity with this plan and the
terms and conditions under which it is approved.

/ May



Kerr-McGee Oil & Gas Onshore LP
BONANZA #1023-8M

SECTION 8, T10S, R23E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.

HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE

HIGHWAY 88; EXIT LEFT AND PROCEED IN A -SOUTHERLY DIRECTION
XPPROXIMATELY-120 MILES-TO-OURAY UTAH PROC-EEB-IN-A SOUTHEREY

DIRECTION APPROXIMATELY 0.3 MILES ON THE SEEP RIDGE ROAD TO THE

JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN LEFT

AND PROCEED IN AN EASTERLY DIRECTION APPROXIMATELY 12.3 MILES TO

THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTH; TURN

RIGHT AND PROCEED IN A SOUTHERLY DIRECTION APPROXIMATELY 1.7

MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE

EAST; TURN LEFT AND PROCEED IN AN EASTERLY DIRECTION
APPROXIMATELY 1.9 MILES TO THE JUNCTION OF THIS ROAD AND AN

EXISTING ROAD TO THE SOUTHEAST; TURN RIGHT AND PROCEED IN A
SOUTHEASTERLY DIRECTION APPROXIMATELY 0.5 MILES TO THE JUNCTION

OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN LEFT AND
PROCEED IN AN EASTERLY, THEN SOUTHEASTERLY DIRECTION
APPROXIMATELY 3.3 MILES TO THE JUNCTION OF THIS ROAD AND AN

EXISTING ROAD TO THE SOUTHWEST; TURN RIGHT AND PROCEED IN A
SOUTHWESTERLY DIRECTION APPROXIMATELY 0.7 MILES TO THE JUNCTION

OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTHEAST; TURN LEFT AND

PROCEED IN A SOUTHEASTERLY, THEN SOUTHERLY DIRECTION
APPROXIMATELY 1.9 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTH; TURN RIGHT AND PROCEED IN A

SOUTHERLY, THEN SOUTHWESTERLY, THEN SOUTHERLY, THEN
SOUTHEASTERLY DIRECTION APPROXIMATELY 3.4 MILES TO THE JUNCTION

OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTH; TURN RIGHT AND

PROCEED IN A SOUTHERLY, THEN NORTHEASTERLY DIRECTION
APPROXIMATELY0.6 MILES TO THE BEGINNING OF THE PROPOSED ACCESS TO

THE NORTHEAST; FOLLOW ROAD FLAGS IN A NORTHEASTERLY DIRECTION
APPROXIMATELY 330' TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 57.6



Kerr-McGee Oil & Gas Onshore LP
BONANZA #1023-8M

LOCATED IN UINTAH COUNTY, UTAH
SECTION 8, T10S, R23E, S.L.B.&M.

(LOCATION STAKE)

CORNER #5

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: SOUTHEASTERLY

D ACCESS

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

, Uintah Engineering & Land Surveying LOCATIONPHOTOs 02 24 06 PHOTO
85 South 200 East Vemal, Utah 84078 MONTH DAY YEAR

- Since 64 -

435-789-1017 uels@uelsinc.com TAKENBY:J.R. DRAWNBY:C.P. REVISED:



Res r or

C AP

0.7 MI +I

T9S .

S
RO OSED LOCATION:

N F

LEGEND: Kerr-McGee Oil & Gas Onshore LP

PROPOSED LOCATION N BONANZA #1023-8M
SECTION 8, T10S, R23E, S.L.B.&M.

540' FSL 687' FWL

Uintah Engineering & Land Surveying .
TOPOGR A PH I e 02 24 0 6

85 South 2OO East VernaL, T.Jtah 84078 I
(435) 789--1017 * IFAX (435) 789-1813 L MONTH DAY YEAR
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PROPOSED LOCATION:
BO # -8M

55/

5444

LEGEND: Kerr-McGee Oil & Gas Onshore LP
EXISTING ROAD N BONANZA #1023-8M

----------- PROPOSED ACCESS ROAD SECTION 8, T10S, R23E, S.L.B.&M.
540' FSL 687' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I c ¯02

2 0 6 aB 85 South 200 East VernaL, IJtah 84078 M A P MONTH DAY YEAR
(435) 789-1017 * FAX (435) 789-1813

SCALE:1" = 2000' DRAWNBY:C.P. ED:
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PROPOSED LOCATION:
BONANZA #1023-8M

LEGEND: Kerr-McGee Oil & Gas Onshore LP
p' DISPOSAL WELLS WATER WELLS N BONANZA #1023-8M
O PRODUCINGWELLS ABANDONED WELLS SECTION 8, T10S, R23E, S.L.B.&M.
# SHUT IN WELLS -O- TEMPORARILY ABANDONED 540' FSL 687' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I C 02 24 06 -
85 South 2OO East Vernal, IJtah 84078 M A P MONT DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.P. REVISED:00-00-00
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PROPOSED LOCATION:
BONANZA #1023-8M

SEE DETAIL "A"

5372

EXISTING PIPELINE

18

DET I "A"

APPROXIMATE TOTAL PIPELINE DISTANCE = 7' +/-

LEGEND: Kerr-McGee Oil & Gas Onshore LP
PROPOSED ACCESS ROAD N BONANZA #1023-8M

---------- EXISTINGPIPELINE SECTION 8, T10S, R23E, S.L.B.&M.
----------- PROPOSED PIPELINE 540' FSL 687' FWL

Uintah Engineering & Land Surveying TOPOGR A PH I c 02 24 06 |85 South 2OO East Vernal, LTtah 84078 M A P MOl1T DAY YEAR |
(435) 789-1017 * FAX (435) 789-1813

SCALE:1" = 1000' DRAWNBY:C.P. REVISED:
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Kerr-McGee Oil & Gas Onshore LP FIGURE #i
LOCATION LAYOUT FOR

g BONANZA #1023-8M

SECTION 8, T10S, R23E, S.L.B.&M. Approx.
540' FSL 687' FWL Toe of

E-4.6' Fill Slope E-0.9
E/. 295.7

E/. 299.4

6 8 Ñ¾

SCALE: 1" = 50'

Sto.

DATE: 02-22-06
Drawn By P.M L Round Corn ers

as Needed -

CONSTRUCT /
DIVERSION gigt
DITCH

HOTE
Flore Pit is to be located / Orcinage
a rnin. of 100' frorn the
Well Head.

PIPE TUBS

Approx. I ' I
Top of
Cut Slope pjf opsoj| PlPE RACKS

C-3.1'
E/. JO_J.4'

E/. JO4.J' E-1.4'

100' 135 Sto. 1+50 E/. 298 9'

(btrn pit) I 5I z e TOlLET
|¯]

I < oc
C-J. 1 o - tro
E/. 3014'S TTTTT

L.- -- i
- RESERVE P/5

·¯_

LIGHT PLANT

(10' Deep) in BOILER

PUMP HOUS -

COMPRESSOR WAANTER

LO- Existing
---- / BOOSTER

Total Pit Capacity
Drainage

L W/2' of Freeboard
= 15,490 Ob/s. ±
Total Pit Volume TRASH/ Sto. 0+50

= 4,280 Cu. Yds.

N
STORAGE E 300.1' /nsta// CMP

E/. 302.1
A

3 as Needed

15' WIDE BENCH/DIKE 58 | Sta. 0+00
(btm

'

--.-

CONSTRUCT E/. 296 6'
NO7ES: __- E ing Pe DIVERSION

-----
Proposed DITCH

Elev. Ungraded Ground At Loc. Stoke = 5304. J' Access
> Road UINTAH ENGINEERING & LAND SURVEYING

E/N/SHED GRADE ELEV A T LOC. STAKE = 5300. J ss so. 2oo ,,,, . v.,,,,, ceux sways .



Ke McGee Oil & Gas Onshor LP FIGURE #2
o TYPICAL CROSS SECTIONS FOR

×-section BONANZA #1023-8M
Scale IIIIMaha

SECTION 8, T10S R23E, S.L.B.&M. LMO A
1" = 50' 540' FSL 687' FWL

DATE: 02-22-06 No
Drawn By P.M.

Preconstruction 58' 135'

inisheo' Groo'e

STA J+50

15' 100' 58 135

Location Stoke

135'15
100, 58

Slope = 1 1 2 1

173' 135'

CUT
ÏÏI Ïñ ÏiÏ IIÏ ---

NOTE:
Topsoil should not be
Stripped Below Finished

* NOT£

Grade on Substructure Area. E/LL QUANT/TY INCLUDES
5% EOR COMPACT/ON

APPROXIMATE YARDAGES
EXCESS MATERIAL = 3,930 Cu. Yds.

Topsoil & Pit Backfill = J,9JO Cu. Yds.

CUT (1/2 Pit Vol.)
(6") Topsoil Stripping = 1,790 Cu. Yds.

EXCESS UNBALANCE = 0 Cu. Yds,
Rernaining Location = 8,100 Cu. Yds. (After Rehabilitation)

TOTAL CUT = 9,890 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING

FILL = 5,960 CU.YDS, 85 So. 200 East * Vernal. Utah, 84078.* (435)



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 06/05/2006 API NO. ASSIGNED: 43-047-38217

WELL NAME: BONANZA 1023-8M

OPERATOR: KERR-MCGEE OIL & GAS ( N2995 ) PHONE NUMBER: 435-781-7024

CONTACT: SHEILA UPCHEGO

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSW 08 1005 230E .Tech Review Initials Date
SURFACE: 0540 FSL 0687 FWL
BOTTOM: 0540 FSL 0687 FWL Engineering

COUNTY: UINTAH
geology

LATITUDE: 39.95754 LONGITUDE: -109.3570

UTM SURF EASTINGS:640338 NORTHINGS:4424126 Surface

FIELD NAME: NATURAL BUTTES ( 630 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-37355 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

y/ Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit:

(No. 2971100-2533 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception
(No.43-8496 )

, Drilling Unit
RDCC Review (Y/N)

Board Cause No: /99-/‡(Date:
Eff Date: Q~i-ð¶

Fee Surf Agreement (Y/N) Siting: ' if /

AN Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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OPERATOR: KERR MCGEE O&G (N2995)

SEC: 4,5,8,9,17,18 T.10S R.23E

FIELD:NATURAL BUTTES (630)

COUNTY: UINTAH

CAUSE:1W-12/7-5-2005
Well

ERACTIGOEN U all OilGas and Mining
X LOCATION ABANDONED
e NEW LOCATION NField Status Unit Status PLUGGED & ABANDONED

ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE PRODUCING OIL

NF PF OIL 4 SHUT-IN GASCOMBINED _ NF SECONDARY -e-- SHUT-IN OIL
INACTIVE I DING )g( TEMP. ABANDONED

MI TED THERML A
LNßCTION

S
PP OIL WATER SUPPLY PREPARED BY: DIANA WHITNEY
SECONDARY WATER DISPOSAL DATE: 14-JUNE-2006
TERMINATED



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

* 1896

State of Utah June 15, 2006

Department of
Natural Resources

MICHAEL R. STYLER
accutiveoirector Kerr-McGee Oil & Gas Onshore LP

1368 S 1200 E
Division of Vernal, UT 84078

Oil, Gas & Mining

JOHN R BAZA
Division Director Re: Bonanza 1023-8M Well, 540' FSL, 687' FWL, SW SW, Sec. 8, T. 10 South,

R. 23 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-38217.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •



Operator: Kerr-McGee Oil & Gas Onshore LP

Well Name & Number Bonanza 1023-8M

API Number: 43-047-38217
Lease: UTU-37355

Location: SW SW Sec._8_ T. 10 South R. 23 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR JUNO1 MU 5. Lease Seria1No.
BUREAU OF LAND MANAGEMENT UTU-37355

APPLICATIONFORPERMITTODRILLORREENTER 6. If Indian, Allottee or Tribe Name

la. Type of Work: DRILL REENTER 7. If Unit or CA Agreement, Name and No.

8. Lease Name and Well No.
b. Type of Well: Oil Wen Gas Well Other Single Zone Multiple Zone BONANZA 1023-8 M

2. Name of Operator 9 I Well No.
KERR McGEE OIL & GAS ONSHORE LP
3A. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 NATURAL BUTTES
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area
At surface SWSW 540'FSL, 687'FWL
At proposed prod. Zone SECTION 8, T10S, R23E
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
26.6 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
15. bistancefrom proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft. 540'
(Also to nearest drig. unit line, if any) 1920.00 40.00

18. bistancefrom proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, dn11ing,completed, REFER TO
applied for, on this lease, ft TOPO C 8060' BOND NO. 2971100-2533

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
5304'GL

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the
authorized office.

25. Name (Printed/Typed) Date
•SHEILA UPCHEGO I 5/31/2006

REGULATORY ANALYST
Approved by ature) i Name (Printed/Typed) I Date

Title 11UleldManáQM omce
Lands&MineralResources

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon. !" 3 3 n "" A sm
Conditions of approval, if any, are attached

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse) RECEIVED

FEB2 1 2007

DIV.0FOIL,GAS&



:¾ UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Kerr-McGee O&G Onshore, LP Location: SWSW, Sec 8, T10S, R23E
Well No: Bonanza 1023-8M Lease No: UTU-37355
API No: 43-047-38217 Agreement: N/A

Petroleum Engineer: Ryan Angus Office: 435-781-4430 Cell: 435-828-
Petroleum Engineer: James Ashley Office: 435-781-4470 Cell: 435-828-7874
Petroleum Engineer: Matt Baker Office: 435-781-4490 Cell: 435-828-4470
Petroleum Engineer: Michael Lee Office: 435-781-4432
Supervisory Petroleum Technician: Jamie Sparger Office: 435-781-4502 Cell: 435-828-3913
NRS/Environmental Scientist: Scott Ackerman Office: 435-781-4437
NRS/Environmental Scientist: Paul Buhler Office: 435-781-4475 Cell: 435-828-4029
NRS/Environmental Scientist: Jannice Cutler Office: 435-781-3400
NRS/Environmental Scientist: Michael Cutler Office: 435-781-3401
NRS/Environmental Scientist: Anna Figueroa Office: 435-781-3407
NRS/Environmental Scientist: Melissa Hawk Office: 435-781-4476
NRS/Environmental Scientist: Chuck Macdonald Office: 435-781-4441
NRS/Environmental Scientist: Nathan Packer Office: 435-781-3405
NRS/Environmental Scientist: Verlyn Pindell Office: 435-781-3402
NRS/Environmental Scientist: Holly Villa Office: 435-781-4404
NRS/Environmental Scientist: Darren Williams Office: 435-781-4447
NRS/Environmental Scientist: Karl Wright Office: 435-781-4484
After Hours Contact Number: 435-781-4513 Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with
the applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill
including Surface and Downhole Conditions of Approval. The operator is considered fully responsible
for the actions of his subcontractors. A copy of the approved APD must be on location during
construction, drilling, and completion operations. This permit is approved for a one-year period. An
additional year extension may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS
Location Construction - Forty-Eight (48) hours prior to construction of location and access roads.
(Notify NRS)
Location Completion - Prior to moving on the drilling rig.
(Notify NRS)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing all casing
(Notify Supervisory Petroleum Technician)
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supervisory Petroleum Technician)
First Production Notice - Within Five (5) business days after new well begins or production
(Notify Petroleum Engineer) resumes after well has been off production for more than ninety (90)



COAs: Page 2 of 6
Well: BONANZA 1023-8M

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

1. If paleontologic materials are uncovered during construction, the operator shall immediately stop
work that might further disturb such materials and contact the Authorized Officer (AO). A
determination will be made by the AO as to what mitigation will be necessary for the discovered
paleontologic material.

2. The topsoil from the reserve pit shall be stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be re-contoured and the topsoil re-spread, and the area shall be
seeded in the same manner as the location topsoil.

3. Once the location is plugged and abandoned, it shall be re-contoured to natural contours, topsoil
re-spread where appropriate, and the entire location seeded with the recommended seed mix.
Seeding shall take place by broadcasting the seed and walking it into the soil with a dozer
immediately after the dirt work is completed.

4. The lesseeloperator is given notice that lands on the lease have a stipulation. It is requested that
the lesseeloperator not initiate surface disturbing activities or drilling from May 15 through July



COAs: Page 3 of 6
Well: BONANZA 1023-8M

DOWNHOLE CONDITIONS OF APPROVAL

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

SITE SPECIFIC DOWNHOLE CONDITIONS OF APPROVAL
1. Surface casing cement shall be brought up to the surface. To reach the surface, operator is

required to pump additional cement beyond the stated amounts of sacks in application.

2. A cement Bond Log (CBL) shall be run from the production casing shoe to the surface casing
shoe.

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS
1. There shall be no deviation from the proposed drilling, completion, and/or workover program as

approved. Safe drilling and operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned, shall be identified in accordance with 43 CFR 3162.6.
There shall be a sign or marker with the name of the operator, lease serial number, well number,
and surveyed description of the well. Any changes in operation must have prior approval from
the BLM, Vernal Field Office Petroleum Engineers.

2. The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

3. Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours
in advance of casing cementing operations and BOPE & casing pressure tests.

4. Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressive/fresh hard-banded drill pipe shall be used within casing.

5. The lesseeloperator must report all shows of water or water-bearing sands to the BLM. If flowing
water is encountered it must be sampled and analyzed (a copy of the analyses to be submitted to
the BLM Field Office in Vernal,



COAs: Page 4 of 6
Well: BONANZA 1023-8M

6. All oil and gas shows shall be adequately tested for commercial possibilities, reported, and
protected.

7. The lesseeloperator must report encounters of all non oil & gas mineral resources (such as
gilsonite, tar sands, oil shale, etc.) to a geologist of the Vernal Field Office in writing within 5
working days of each encounter. Each report shall include the well namelnumber, well location,
date and depth (from KB or GL) of encounter, vertical footage of the encounter and, the name of
the person making the report (along with a telephone number) should the BLM need to obtain
additional information.

8. No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM, Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM, Vernal Field Office shall be obtained and notification given
before resumption of operations.

9. Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Office
on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is
completed.

Any change in the program shall be approved by the BLM, Vernal Field Office. "Sundry
Notices and Reports on Wells" (Form BLM 3160-5) shall be filed for all changes of plans and
other operations in accordance with 43 CFR 3162.3-2.

Emergency approval may be obtained orally, but such approval does not waive the written report
requirement. Any additional construction, reconstruction, or alterations of facilities, including
roads, gathering lines, batteries, etc., which will result in the disturbance of new ground, shall
require the filing of a suitable plan pursuant to Onshore Oil & Gas Order No. 1 of 43 CFR
3164.1 and prior approval by the BLM, Vernal Field Office.

In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

10. Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field
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A cement bond log (CBL) will be run from the production casing shoe to the surface casing shoe
and shall be utilized to determine the bond quality for the production casing. Submit a field copy
of the CBL to this office.

Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

11. All off-lease storage, off-lease measurement, or commingling on-lease or off-lease shall have
prior written approval from the BLM, Vernal Field Office.

All measurement points shall be identified as point of sales or allocation for royalty
determination prior to the installation of facilities.

12. Oil and gas meters shall be calibrated in place prior to any deliveries. The Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM, Vernal Field Office. All measurement facilities will conform to the API standards for
liquid hydrocarbons and the AGA standards for natural gas measurement.

13. A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM, Vernal Field Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

14. This APD is approved subject to the requirement that, should the well be successfully completed
for production, the BLM, Vernal Field office must be notified when it is placed in a producing
status. Such notification will be by written communication and must be received in this office by
not later than the fifth business day following the date on which the well is placed on production.
The notification shall provide, as a minimum, the following informational items:

a. Operator name, address, and telephone number.

b. Well name and number.

c. Well location (¼¼,Sec., Twn, Rng, and P.M.).

d. Date well was placed in a producing status (date of first production for
which royalty will be paid).

e. The nature of the well's production, (i.e., crude oil, or crude oil and casing
head gas, or natural gas and entrained liquid hydrocarbons).

f. The Federal or Indian lease prefix and number on which the well is
located; otherwise the non-Federal or non-Indian land category, i.e., State
or
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g. Unit agreement and / or participating area name and number, if applicable.

h. Communitization agreement number, if applicable.

15. Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from Field Office Petroleum Engineers.

16. All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production

17. Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

18. Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



Form 3166-5 UNITED STATES FORM APPROVED
(August 1999) OMBNa 1004-0135

DEPARTMENT OF THE INTERIOR Empiresnamnber30,2coo
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-37355
Do not use thisfann for proposals to dtfil or reenter an 6. IfIndian,AllotteeorTribeName

abandoned we/I. Use Forrn 3160-3 (APD) for such proposals.

7. If Unit or CA/Agreement,Name and/or No.
SUBMIT IN TRIPLICATE- Other Instructions on severse sicie

1- Type of Well

O on w.n o. wen O ogger 8. Well Name and No.

2. NameofOperator BONAN7.A 1023-8M
KERR MCGEE OIL AND GAS ONSHORE LP 9. API Well No.

3a. Address 3b. PhoneNo. gncludearea code) 4304738217
1368 SOUTH 1200 EAST, VERNAL, UTAH84078 (435)781-7003 10. Field and Pool, or Exploratory Area

4. LocationofWeB¢Footage,Sec.,T.,R.,M.,orSurveyDesonpuon) NATURAL BUTTES
540' FSL, 687' FWL 11. County or Parish, State

SWSW, SEC 8-T10S-R23E
UINTAH, UTAH

12. CHECKAPPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice ofIntot Q Acidim O Deepen Productiœ (Start/Rue) Water Slaut-Off

O ^trer c.si., O Fracture Treat Reclamation WeHIntegrhy

O s=lm=*R=P=t O CasingRepair Q NewConstruction O Recomplete Other APD EXTENSION

O ci-se ri- O Plug and Abandon Temporarily Abandon DOGM

O Final AbandonmentNotice Covert to Injectim O Plug Back Water Disposal

13. DescribePoposed or CompletedOperations(cleady state dl partinent details,includirigeslimeted startingdate of my proposedwork md approximate durationthereof
If the µoposal is to deependirotiomRy or recompletehorizolidly, give subswface locaticos amlmeasured md two vertical depths of au pertinet markersand zones
Attadt the Bad mulcrwlich the work win be perfismod er providethe Bond Na on file with BLM/BIA Requiredsubsoluent reports shaBbe filed within 30 days
followingcompletion of the involvedopentims. If the opeation results in a multiple completica er recomplclion in a new interval,a Fonn 316M shdl be filed once
testinghas been completed. Final AbandonmentNotices shall be filed oly after all requirements,induding reclamation,have bem completed,and the opentor has
determinedthat thesite is ready for finalinspectim.

THE OPERATOR REQUESTS AUTHORIZATIONFOR A ONE YEAREXTENSION FOR THE SUBJECT WELL
LOCATION SO THAT THE DRILLING OPERAÃ ggggMPLETED. THE ORIGINAL APD WAS APPROVEE
BY THE DIVISIONOF OIL, GAS AND MINING g gjgggg.

Oil,Gas and Mining

14. I hereby certify that the foregoingis true and correct

Name (IWnted/Typed Title

sign.
EY REGULATOR2YOCLERK

THIS SPACE FOR FEDERALOR STATEUSE

Approvedby Title Date

Conditions of approval, ifaxy, are attached. Approval of thismico does nct warrant or OBice
cerlify 1hatthe applicantholdslegalor equitabic lite to these tigits in the sibject lease
which would endic1he applicant to conduct cperations therean.

Title 18 U.S.C.Section1001,make it a crime forany personknowinglyand willfullyto make to any departmentor agencyof theUnitedS1alesany
false,fictitiousor fraudulentstalementsor representations as lo anymatierwithinitsjurisdiction.

I I I II I II

(Instrucdons on



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice mquesting permit extension)

API: 4304738217
Well Name: BONANZA 1023-8M

Location: SWSW, SEC 8-TIOS-R23E

Company Permit issued to: KERR-MCGEE OIL AND GAS ONSHORE LP
Date Original Permit issued: 6A5ß006

The undersigned as ownerwith legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followingis a checklistof some items related to the application,whichshould be
verified.

If located on private land, has the ownershipchanged, if so, has the surface
agreement been updated? YesONoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or sitingrequirementsfor this location? YesO Nom

Has therebeen any unitor other agreements put in place thatcouldaffect the
permitting or operationof thisproposed well? YesO NoO

Have there been any changes to the access route including ownership,or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source ofwater for drillingchanged? YesO Nom

Have there been any physical changes to the surface location or access route
whichwillrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding stillin place, whichcovers this proposed well? YesmNoO

Sn3aoo7

Signature Date

Title: REGULATORY CLERK

Representing: KERR-MCGEE OIL AND GAS ONSHORE L

MAY2 9



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: KERR-McGEE OIL & GAS ONSHORE, LP

Well Name: BONANZA 1023-8M

Api No: 43-047-38217 Lease Type: FEDERAL

Section 08 Township 10S Range 23E County UINTAH

Drilling Contractor PETE MARTIN DRLG RIG # BUCKET

SPUDDED:
Date 11/29/07

Time 9:00 AM

How DRY

Drilling wi/I Commence:

Reported by LOU WELDON

Telephone # (435) 828-7035

Date 11/30/07 Signed



STATE OF UTAH FORM6
DEPARTMENTOF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING

ENTITYACTION FORM

Operator: KERR McGEE OIL & GAS ONSHORE LP Operator Account Number: N 2995

Address: 1368 SOUTH 1200 EAST

city VERNAL

state UT zip 84078 Phone Number: (435) 781-7024

Well 1

API Number Well Name ÔQ Š¾c Twp Rn Ùounty
4304739401 NBU 921-16D NWNW 16 9S 21E UINTAH
Action Code Current Entity New Entity S ud Date Entity Assignment

Number Number Effective Date
99999 11/28/2007

Comments:
MIRU PETE MARTIN BUCKET RIG. 62 QÊ
SPUD WELL LOCATION ON 11/28/2007 AT 1100 HRS

Well 2

API Number Well Name QQ See Twp Rng County
4304738217 BONANZA 1023-8M SWSW 8 108 23E UlNTAH

Action Code Current Entity New Entity Spud Date Entity AssignmentNumber Number Effective Date
99999 11/29/2007

Comments:
MIRU PETE MARTIN BUCKET RIG.
SPUD WELL LOCATION ON 11/29/2007 AT 0900 HRS.

Well 3
API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entliy S tid D te Engty Assignment
Number Number Effectivenate

Comments:

ACTION CODES:
A - Establish new entity for new well (singlewell only) SHEILA UPCHEGO
B - Add new well to existing entity (groupor unitwell) N
C - Re-assign well from one existing entity to another existing entity
D - Re-assign wellfrom one existing entity to a new entity Signature *

E - Other {Explain in 'comments' sectlon) SENIOR LAND SPECIALIST 11/30/2007

RECEIVED Title Date
(5/2000)

DECti3 2007
DIV.0F0lL,GAS&



Form3160-5 UNITED STATES FORM APPROVED

(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expires Jnovember 30, 2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-37355
Do not use this form for proposals to dri/I or reenter an 6. If Indian, Allottee or Tribe Name

abandoned we/I. Use Form 3160-3 (APD) for such proposals.

7. If Unit or CA/Agreement, Name and/or No.

SUBMITIN TRIPLICATE- Other instructions on reverse side

1. Type of Well

O on wen U oaswen O Other 8. Well Name and No.

2. Name of Operator BONANZA 1023-8 M
KERR-McGEE OIL & GAS ONSHORE LP 9. API Well No.

3a. Address 3b. Phone No. (include area code) 4304738217
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea

4. Location of Well (Footage, Sec., T., R., M., or SurveyDescription) NATURAL BUTTES
11. County or Parish, State

SW/SW SEC. 8, T10S, R23E 540'FSL, 687'FWL UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize Deepen Q Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Q Reclamation Wellntegrity

Subsequent Report O Casing Repair New Construction O Recomplete Other WELL SPUD

O Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back O Water Disposal

13. Describe Proposedor CompletedOperations(clearly state all pertinentdetails,includingestimated starting date of any poposed work and approximate dumtionthereof
If the pmposalis to deepen directionallyor recomplete horizontally,give subsurface locationsand measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performedor providethe Bond No. on file with BLMlBIA. Requiredsubsequent repotts shall be filed within 30 days
followingcompletion of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval,a Form 3160-4shallbe filedonce
testing has been completed. Final AbandonmentNotices shallbe filed only after all requirements, includingTeclamation, have been completed, and the operator has
determinedthat the site is ready for fmalinspection.

MIRU PETE MARTIN BUCKET RIG. DRILLED 20" CONDUCTOR HOLE TO 40'. RAN 14" 36.7#
SCHEDULE 10 PIPE. CMT Wl28 SX READY MIX.

SPUD WELL LOCATION ON 11/29/2007 AT 0900 HRS.

DECf4g7
DIVOFOIL,GAS&MIMN3

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed) Title

SH UPCH SENIOR LANDADMIN SPECIALIST
Date

November 30, 2007
HIS SPACE FOR FEDERAL OR STATE USE

Approved by Title Date

Conditions of approval, ifany, are attached. Approval of this notice does not warrant or Office
certify thatthe applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18U.S.C. Section 1001,make it a crime for any personknowinglyand willfully to make to any departinentor agency of the UnitedStatesany
false, fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.

(instructions on



Form3160-5 UNITED STATES FORMAPPROVED
O(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR ExpiresJnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTlCES AND REPORTS ON WELLS UTU-37355
Do not use this form for proposals to dri/I or reenter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.

7. If Unit or CA/Agreement, Name and/orNo.

SUBMITIN TRIPLICATE- Other instructions on reverse side

1. Type of Well

O on wen U oasweli O other 8. Well Name and No.

2. Name of Operator BONANZA 1023-8M
KERR-McGEE OIL & GAS ONSHORE LP 9. APIWel1No.

3a. Address 3b. Phone No. (include area code) 4304738217
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea

4. Location of Well (Footage, Sec., T.,R., M., or SurveyDescription) NATURAL BUTTES
11. County or Parish, State

SW/SW SEC. 8, T10S, R23E 540'FSL, 687'FWL UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acidize Deepen Q Production (Start/Resume) Water Shut-Off

O Alter casing O Fracture Treat O Reclamation Weß Integrity

Subsequent Report Casing Repair O New Construction Q Recomplete Other SET SURFACE

O Change Plans Plug and Abandon Q Temporarily Abandon CSG

O Final Abandonment Notice Convert to Injection Plug Back O Water Disposal

13. Describe Proposedor CompletedOperations(clearly state all pertinentdetails,includingestimated starting date of ariyproposedwork andapproximate durationthereof
If the proposal is to deependirectionallyor æcomplete horizontally,give subsurface locationsand measured and true vertical depths of all pertinentmarkers and zones.
Attach the Bond under which the work will be performedor providethe BondNo. on file with BLM/BIA. Requiredsubsequent æpotts shall be filed within 30 days
followingcompletionof the involvedoperations. If the operation results in a multiple completionor recompletion in a new interval,a Forn 3160-4shallbe filedonce

testinghas been completed. Final AbandonmentNotices shall be filed only after all requirements, includingæclamation, have been completed,and the operator has
determinedthat the site is ready for finalinspection.

MIRU BILL MARTIN AIR RIG ON 01/02/2008. DRILLED 12 1/4" SURFACE HOLE TO 2040'. RAN 9 5/8"
36# J-55 SURFACE CSG. LEAD CMT Wl300 SX PREM CLASS G @15.8PPG 1.15 YIELD. TAILEDCMT
Wl600 SX PREM CLASS G @15.8PPG 1.15 YIELD. NO RETURNS GOOD CMT TO SURFACE
HOLE STAYED FULL.

WORT. y

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed) Title

SH UPCHEGO SENIOR LANDADMIN SPECIALIST
Date

January 7, 2008
SPACE FOR FEDERAL OR STATE USE

Approved by Title Date

Conditions of approval, ifany, are attached. Approval of this notice does not warrant or Office
certify that the applicant holds legal or equitable title to those Tights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001,make it a crime forany personknowinglyand willfully to make to any departmentor agency ofthe UnitedStatesany
false,fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction RFCEIVED

(Instructions on reverse)

JAN15 2008
DIV.0FOIL,GAS&



O
Form3160-5 UNITED STATES FORM APPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expims Jnovember30, 2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-37355
Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE-- Other instructions on reverse side

1. Type of Well

O on wen U oaswen O Other 8. Well Name and No.
2. Name of Operator BONANZA 1023-8 M
KERR-McGEE OIL & GAS ONSHORE LP 9. API Well No.
3a. Address 3b. Phone No. (include area code) 4304738217
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage, Sec., T., R., M., or SurveyDescription) NATURAL BUTTES

11. County or Parish, State

SW/SW SEC. 8, T10S, R23E 540'FSL, 687'FWL UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize Deepen Q Production (Stait/Resume) Water Shut-Off

O Alter Casing O Fracture Treat Q Reclamation Wel Integrity
Subsequent Report Q Casing Repair O New Construction Q Recomplete Other FINALDRILLING

O Change Plans Plug and Abandon Q Temporarily Abandon OPERATIONS
O Final Abandonment Notice Convert to Injection O Plug Back Q Water Disposal

13. DescribePoposed or CompletedOperations(clearlystate all pertinentdetails,includingestimated staitingdate of anyproposedworkand approximatedurationthereof.
If the proposalis to deependirectionallyor recomplete horizontally,give subsurface locationsand measured and true vertical depths of all pertinentmarkers and zones.
Attach the Bond under which the work will be performedor providethe BondNo. on file with BLM/BIA. Requiredsubsequent reports shall be filed within30 days
followingcompletion of the involvedoperations. If the operationresults in a multiple completion or recompletion in a new interval,a Form3160-4shall be filedonce
testing has been completed. Final AbandonmentNotiœs shall be filed only after all requirements, includingreclamation, have been completed, and the operator has
determinedthat the site is ready for finalinspection.

FINISHED DRILLING FROM 2040' TO 8010' ON 02/08/2008. RAN 4 1/2" 11.6# I-80 PRODUCTION CSG.
LEAD CMT Wl290 SX PREM LITE II@11.0PPG 3.38 YlELD. TAILED CMT Wl1100 SX 50/50 POZ @
14.3 PPG 1.31 YlELD. DROP PLUG DISPLACE Wl124 BBLS CLAYTREAT WATER + 1 GAL MAGNACIDE
@8.3PPG BUMP PLUG Wl2760 PSI 500 OVER PSI 100% RETURNS Wl35 BBLS CMT BACK BLEED OFF
1.0 BBLS SET MANDREL AND CSG Wl50K STRING WT TEST MANDREL TO 5000 PSI NIPPLE DOWN
BOP INSTALL NIGHT CAP 20 CLORINE TABS DROPPED IN CSG CLEAN MUD PITS.

RECElVED
RELEASED PlONEER RIG 68 ON 02/10/2008 AT 1630 HRS.

FEB25 2008
14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed) Title DIV.OFOIL,GAS&MINING
SENIOR LANDADMIN SPECIALIST

HIS SPACE FOR FEDERAL OR STATE USE

Approved by Title Date

Conditions of approval, ifany, are attached Approval of this notice does not warrant or Office
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001,make it a crime for any personknowinglyand willfully to make to any departinentor agency of the UnitedStatesany
false,fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.

pnstructionson



Form 3160-4 UNITED STATES FORM APPROVED

(August 1999) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: November30, 2000

WELLCOMPLETIONORRECOMPLETIONREPORTANDLOG 5. LeaseSerialbÏo.
UTU-37355

la. Type of Well O Oil Well Gas O Diy Other 6. If Indian, Allottee or Tribe Name

b. Type of Completion: New Q Work Over O Deepen Q Plug Back O Diff. Resvr.

Other
7. Unit or CA Agreement Name and No.

2. Name of Operator 8. Lease Name and Well No.
KERR-MCGEE OIL & GAS ONSHORE LP RONAN7A 1073-BM
3. Address 3a. Phone No. (include area code) 9. API Well No.

1368 SOUTH 1200 EAST, VERNAL, UTAH 84078 (435) 781-7024 4304738917
4. Location of Well (Report locations clearly and in accordance with Federal requirements) *

10. Field and Pool, or Exploratory

Atsurface SWISW 540'FSL, 687'FWL NATURALBUTTES
l l. Sec., T., R., M., or Block and

At top prod. interval reported below Survey or Area SEC. 8. T10S, R23E
12. County or Parish 13. State

Attotaldepth UINTAH UTAH
14. Date Spudded 15. Date T.D. Reached 16.Date Completed 17. Elevations (DF, RKB, RT, GL)*

OD & A Ready to Prod
11/29/07 02/08/08 03/13/08 5304'GL

18. Total Depth: MD 8010' 19. Plug Back T.D.: MD 7953· 20. Depth Bridge Plug Set: MD
TVD TVD TVD

21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No O Yes (Submitcopy)
Was DST run? No O Yes (Submit copy)

GB6 GGL GPo , SQÇ) Directional Survey? Ë No Yes(Submitcopy)

23. Casing and Liner Record (Report a$1strings et in well)
Stage Cementer No. of Sks. & SlurryVol.

Hole Size Size/Grade Wt. (#/ft) Top (MD) Bottom (MD) Cement Top* Amount Pulled
Depth Type of Cement (BBL)

20" 14" 36.7# 40' 28 SX
12 1/4" 9 5/8" 36# 2040' 900 SX
7 7/8" 4 1/2" 11.6# 8010' 1390 SX

24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Set (MD)

2 3/8" 6953'

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A) MESAVERDE 6468' 7841' 6468'-7841' 0.36 206 OPEN
B)
C)
D)
27. Acid, Fracture, Treatment, Cement Squeeze,Etc.

Depth Interval Amount and type of Material

6468'-7841' PMP 7018 BBLS SLICK H2O & 253,673# 30/50 SD

28. Production - Interval A
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

03/13/08 03/16/08 24 ---> 0 1,963 192 FLOWS FROM WELL
Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Oil Gravity Well Status
Size Flwg. 1300#Press. Rate BBL MCF BBL Corr. API

20/64 si 1900# ---> 0 1963 192 PRODUCING GAS WELL
28a. Production - IntervalB
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

---> RECEIVED
Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Oil Gravity Well Status

Size Flwg. Press. Rate BBL MCF BBL Corr. API

SI

(Seeinstructions and spacesfor additional data on reverse side) DN.OFOIL,GAS&



28b. Production - Interval C
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Gravity Production Method

Produced Date Tested Production BBL MCF BBL Corr. API

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas : Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Gravity Production Method

Produced Date Tested Production BBL MCF BBL Corr. API

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas : Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Sold, used forfuel,vented, etc.)

SOLD
30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem
tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures
and recoveries.

Formation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth

--WASATCH 10?d' - 6431'
MESAVERDE 6131'

32. Additional remarks (include plugging procedure):

33. Circle enclosed attachments:

1. Electrical/Mechanical Logs (1 full set req'd.) 2. Geologic Report 3. DST Report 4. Directional Survey

5. Sundry Notice for plugging and cement verification 5. Core Analysis 7. Other:

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

ame pree CH Title SENIOR LANDADMINSPECIALIST

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, m it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

o U.S. GPO:



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-37355 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 BONANZA 1023-8M 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FSL 0687 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 08 Township: 10.0S Range: 23.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

5/4/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator requests authorization to temporarily abandon the subject well
location. The operator proposes to temporarily abandon the well to drill the

Bonanza 1023-8M Pad, which consists of the following wells: Bonanza
1023-8M2AS, Bonanza 1023-8M2DS, Bonanza 1023-8N2BS and Bonanza

1023-8N3DS. Please see attached procedures.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Gina Becker 720 929-6086

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 5/4/2011

05/09/2011

May. 04, 2011

Sundry Number: 14780 API Well Number: 43047382170000Sundry Number: 14780 API Well Number: 43047382170000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE7D5E55IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well BONANZA 1023-8M

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0540 FSL 0687 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 08 Township: 10.05 Range: 23.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/4/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator requests authorization to temporarily abandon the subject well
location. The operator proposes to temporarily abandon the well to drill the

Bonanza 1023-8M Pad, which consists of the following wells: Bonanza Accepted by the
1023-8M2AS, Bonanza 1023-8M2DS, Bonanza 1023-8N2BS and Bonanza Utah Division of

1023-8N3DS. Please see attached procedures. Oil, Gas and Mining

Date: 05/09/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Gina Becker 720 929-6086 Regulatory Analyst H

SIGNATURE DATE
N/A 5/4/2011

RECEIVED May. 04,



 
WORKORDER #: 88135419 
 
Well Name:       BONANZA 1023-8M – (BONANZA 1023-8M PAD)   4/27/11 
Surface Location: SWSW Sec. 8, T10S, R23E  

Uintah County, UT 
 
API:   4304738217  LEASE#:   UTU-37355 
 
ELEVATIONS:  5304’ GL  5322’ KB 
 
TOTAL DEPTH:  8010’   PBTD:   7953’ 
 
SURFACE CASING:  9 5/8”, 36# J-55 @ 2040’ 
 
PRODUCTION CASING:  4 1/2”, 11.6#, I-80 @ 8010’ 
    TOC @ Surface per CBL 
 
PERFORATIONS:   Mesaverde  6468’ – 7841’ 
 

Gal./ft. Bbl./ft.
2.375” 4.7# J-55 tbg. 1.901 8100 7700 0.1624 0.00387

4.5” 11.6# I-80 3.875 6350 7780 0.6528 0.0155
9.625” 36# J-55 8.765 2020 3520 3.247 0.0773
Annular Capacities

0.4227 0.0565
2.227 0.2977
1.704 0.2278

2.3428 0.3132

Capacities

Cuft/ft.
0.02171

0.0872
0.434

0.01
0.053

0.0406

Tubular/Borehole

2.375” tbg. X 4 ½” 11.6# csg
4.5” csg X 9 5/8” 36# csg
4.5” csg X 7.875 borehole

Drift 
inches

Collapse 
psi

Burst psi

0.05589.625” csg X 12 1/4” borehole
 

   
 
 
GEOLOGICAL TOPS: 
  4034’   Wasatch 
 6131’   Mesaverde  
 
 
 
Recommended future action for disposition of well bore:  

Temporarily abandon the wellbore during the drilling and completion operations of the Bonanza 1023-
8M pad wells.  Return to production as soon as possible once completions are done. 
  
 

 
 
 
 
 
 
 

May. 04, 2011

Sundry Number: 14780 API Well Number: 43047382170000Sundry Number: 14780 API Well Number: 43047382170000

WORKORDER #: 88135419

Well Name: BONANZA1023-8M - (BONANZA1023-8M PAD) 4/27/11
Surface Location: SWSW Sec. 8, T10S, R23E

Uintah County, UT

API: 4304738217 LEASE#: UTU-37355

ELEVATIONS: 5304' GL 5322' KB

TOTALDEPTH: 8010' PBTD: 7953'

SURFACE CASING: 9 5/8", 36# J-55 @2040'

PRODUCTIONCASING: 4 1/2", 11.6#, I-80 @ 8010'
TOC @Surface per CBL

PERFORATIONS: Mesaverde 6468' - 7841'

Tubular/Borehole Drift Collapse Burst psi Capacities
inches psi Gat/ft. Cuft/ft. Bbl Ift.

2.375" 4.7# J-55 tbg. 1.901 8100 7700 0.1624 0.02171 0.00387

4.5" 11.6# I-80 3.875 6350 7780 0.6528 0.0872 0.0155
9.625" 36# J-55 8.765 2020 3520 3.247 0.434 0.0773
Annular Capacities

2.375" tbg.X 4 ½" 11.6# csg 0.4227 0.0565 0.01
4.5" csg X 9 5/8" 36# csg 2.227 0.2977 0.053
4.5" csg X 7.875 borehole 1.704 0.2278 0.0406

9.625" csg X 12 1/4" borehole 2.3428 0.3132 0.0558

GEOLOGICALTOPS:
4034' Wasatch
6131' Mesaverde

Recommended future action for disposition of well bore:
Temporarily abandon the wellbore during the drilling and completion operations of the Bonanza 1023-

8M pad wells. Return to production as soon as possible once completions are done.

RECEIVED May. 04,



BONANZA 1023-8M TEMPORARY ABANDONMENT PROCEDURE - Workorder# 88135419 
 

GENERAL 
• H2S MAY BE PRESENT.  CHECK FOR H2S AND TAKE APPROPRIATE PRECAUTIONS. 
• CEMENT QUANTITIES BELOW ASSUME NEAT CLASS G, YIELD 1.145 CUFT./SX.  IF A DIFFERENT 

PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR CORRECTING QUANTITIES TO YIELD 
THE STATED SLURRY VOLUME.  WHEN SQUEEZING, INCLUDE 10% EXCESS PER 1000’ OF DEPTH. 

• TREATED FRESH WATER WILL BE PLACED BETWEEN ALL PLUGS INSTEAD OF BRINE. 
• ALL DISPLACEMENT FLUID SHALL CONTAIN CORROSION INHIBITOR AND BIOCIDE.  PREMIX 5 GALLONS 

PER 100 BBLS FLUID. 
• NOTIFY BLM 24 HOURS BEFORE MOVING ON LOCATION. 

 
 
PROCEDURE 
Note:  An estimated 24 sx Class “G” cement needed for procedure 
Note:  Gyro ran on 9/18/08 
 

1. MIRU.  KILL WELL AS NEEDED.  ND WH, NU AND TEST BOPE. 
 

2. RU WIRELINE AND MAKE A GAUGE RING RUN TO CHECK FOR FILL.  A GPS READING WILL NEED TO BE 
TAKEN AT THE WELL SITE AND RECORDED IN OPENWELLS. PLEASE TAKE IT TO THE 6TH DECIMAL 
PLACE.  

 
3. PLUG #1, ISOLATE MV PERFORATIONS (6468’–7841’):  RIH W/ 4 ½” CBP.  SET @ ~6415’.  RELEASE 

CBP, PUH 10’, BRK CIRC W/ FRESH WATER.  PRESSURE TEST CASING TO 500 PSI.  INFORM 
ENGINEERING IF IT DOESN’T TEST.  DISPLACE A MINIMUM OF 8 SX/ 1.6 BBL/ 8.72 CUFT. ON TOP OF 
PLUG.  PUH ABOVE TOC (~6315’).  REVERSE CIRCULATE W/ TREATED FRESH WATER. 

 
4. PLUG #2, PROTECT WASATCH TOP (4034’):  PUH TO ~4135’.  BRK CIRC W/ FRESH WATER.  DISPLACE A 

MINIMUM OF 16 SX/ 3.2 BBL/ 17.88 CUFT AND BALANCE PLUG W/ TOC @ ~3930’ (205’ COVERAGE).  
PUH ABOVE TOC.  REVERSE CIRCULATE W/ TREATED FRESH WATER. 

 
5. LOWER WELLHEAD TO GROUND LEVEL TO ACCOMMODATE DRILLING OPS AND INSTALL MARKER PER 

BLM GUIDELINES. 
 

6. RDMO.  TURN OVER TO DRILLING OPERATIONS. 
 
 
ALM 4/27/11 

May. 04, 2011

Sundry Number: 14780 API Well Number: 43047382170000sundry Number: 14780 API Well Number: 43047382170000

BONANZA1023-8M TEMPORARYABANDONMENTPROCEDURE - Workorder#88135419

GENERAL
• H2S MAYBE PRESENT. CHECK FOR H2S AND TAKEAPPROPRIATE PRECAUTIONS.
• CEMENT QUANTITIESBELOW ASSUME NEAT CLASS G, YlELD 1.145 CUFT./SX. IF A DIFFERENT

PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR CORRECTINGQUANTITIESTO YIELD
THE STATEDSLURRYVOLUME. WHEN SQUEEZING,INCLUDE10% EXCESSPER 1000' OF DEPTH.

• TREATEDFRESH WATERWILLBE PLACEDBETWEENALLPLUGSINSTEADOF BRINE.
• ALL DISPLACEMENT FLUIDSHALL CONTAINCORROSION INHIBITORAND BIOCIDE. PREMIX 5 GALLONS

PER 100 BBLS FLUID.
• NOTIFYBLM 24 HOURS BEFORE MOVINGON LOCATION.

PROCEDURE
Note: An estimated 24 sx Class "G"cement needed for procedure
Note: Gyro ran on 9/18/08

1. MIRU. KILLWELLAS NEEDED. ND WH, NU AND TEST BOPE.

2. RU WIRELINE AND MAKEA GAUGE RING RUN TO CHECK FOR FILL. A GPS READINGWILL NEED TO BE
TAKEN AT THE WELL SITE AND RECORDED IN OPENWELLS.PLEASE TAKE IT TO THE 6TH DECIMAL
PLACE.

3. PLUG#1, ISOLATE MV PERFORATIONS(6468'-7841'): RIH W/ 4 ½" CBP. SET @ ~6415'. RELEASE
CBP, PUH 10', BRK CIRC W/ FRESH WATER. PRESSURE TEST CASING TO 500 PSI. INFORM
ENGINEERINGIF IT DOESN'T TEST. DISPLACE A MINIMUM OF 8 SX/ 1.6 BBL/ 8.72 CUFT. ON TOP OF
PLUG. PUH ABOVETOC(~6315'). REVERSE CIRCULATEW/ TREATEDFRESH WATER.

4. PLUG#2, PROTECT WASATCHTOP (4034'): PUH TO ~4135'. BRK CIRC W/ FRESH WATER. DISPLACEA
MINIMUM OF 16 SX/ 3.2 BBL/ 17.88 CUFT AND BALANCEPLUGW/ TOC@ ~3930' (205' COVERAGE).
PUH ABOVETOC. REVERSE CIRCULATEW/ TREATEDFRESH WATER.

5. LOWER WELLHEADTO GROUND LEVELTO ACCOMMODATEDRILLING OPS AND INSTALLMARKER PER
BLM GUIDELINES.

6. RDMO. TURN OVERTO DRILLINGOPERATIONS.

ALM4/27/11

RECEIVED May. 04,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-37355 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 BONANZA 1023-8M 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FSL 0687 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 08 Township: 10.0S Range: 23.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

5/3/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Subsurface Commingle

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator requests authorization to re-complete the subject well location.
The operator proposed to re-complete the Wasatch formation. The operator
also requests authorization to commingle the newly Wasatch and existing

Mesaverde formations. Please refer to the attached re-completion procedures.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Gina Becker 720 929-6086

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 5/3/2011

05/09/2011

May. 03, 2011

Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE7D5E55IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well BONANZA 1023-8M

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0540 FSL 0687 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 08 Township: 10.05 Range: 23.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/3/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Subsurface Commingle

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator requests authorization to re-complete the subject well location.
The operator proposed to re-complete the Wasatch formation. The operator
also requests authorization to commingle the newly Wasatch and existing Accepted by the

Mesaverde formations. Please refer to the attached re-completion procedures. Utah Division of
Oil, Gas and Mining

Date: 05/09/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Gina Becker 720 929-6086 Regulatory Analyst H

SIGNATURE DATE
N/A 5/3/2011

RECEIVED May. 03,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43047382170000

Authorization: Board Cause No. 179-14 . 

May. 03, 2011

Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43047382170000

Authorization: Board Cause No. 179-14
.

RECEIVED May. 03,



Greater Natural Buttes Unit 
 

 

 
BONANZA 1023-8M 

RE-COMPLETIONS PROCEDURE 
 
   

 
DATE:2/14/2011 
 AFE#:      

                                          USER ID:JVN975 (Frac Invoices Only) 
 

 COMPLETIONS ENGINEER: Michael Sollee, Denver, CO 
(720)-929-6057 (Office) 
(832)-859-0515 (Cell) 

 
  

 SIGNATURE:  
 
  
 
 ENGINEERING MANAGER: JEFF DUFRESNE 
 

 
SIGNATURE: 

 
 
 
 
  

R E M E M B E R   S A F E T Y   F I R S T ! 
 

May. 03, 2011

Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

Greater Natural Buttes Unit

Petroleum Corporation

BONANZA 1023-8M
RE-COMPLETIONS PROCEDURE

DATE:2/14/2011
AFE#:

USER ID:JVN975 (Frac Invoices Only)

COMPLETIONS ENGINEER: Michael Sollee, Denver, CO
(720)-929-6057 (Office)
(832)-859-0515 (Cell)

SIGNATURE:

ENGINEERING MANAGER: JEFF DUFRESNE

SIGNATURE:

REMEMBER SAFETY FIRST!

RECEIVED May. 03,



 
Name:       Bonanza 1023-8M 
Location:  SW SW Section 8 T10S R23E 
Uintah County, UT 
Date:   2/14/2011 
 
ELEVATIONS: 5304’ GL  5322’ KB 
 
TOTAL DEPTH: 8010’   PBTD: 7953’ 
SURFACE CASING:   9 5/8”, 36# J-55 8RD @ 2031’ 
PRODUCTION CASING:  4 1/2”, 11.6#, I-80 8RD LT&C @ 7997’ 
     Marker Joint 3951-3972’ 
 
TUBULAR PROPERTIES: 

CAPACITIES  BURST 
(psi) 

COLLAPSE 
(psi) 

DRIFT DIA. 
(in.) (bbl/ft) (gal/ft) 

2 3/8” 4.7# J-55 
tbg 

7,700 8,100 1.901” 0.00387 0.1624 

4 ½” 11.6# I-80 
(See above) 

7780 
 

6350 3.875” 0.0155 0.6528 

2 3/8” by 4 ½” 
Annulus 

   0.0101 0.4227 

 
TOPS:        BOTTOMS: 
  1086’   Green River Top 
 1350’   Bird’s Nest Top 
 1708’   Mahogany Top 
 4034’   Wasatch Top     6144’   Wasatch Bottom  
 6144’   Mesaverde Top    8010’   Mesaverde Bottom (TD) 
 
 
T.O.C. @ 1670’ 
 
GENERAL: 
 

• A minimum of 5 tanks (cleaned lined 500 bbl) of recycled water will be required.  Note: Use 
biocide in tanks and the water needs to be at least 45oF at pump time. 

• All perforation depths are from Halliburtons Induction-Density-Neutron log dated 2/9/2008 
• 2 fracturing stages required for coverage. 
• Procedure calls for 3 CBP’s (8000 psi) . 
• Calculate open perforations after each breakdown.  If less than 60% of the perforations 

appear to be open, ball out with 15% HCl. 
• Pump scale inhibitor at 3 gpt (in pad and until 1.25 ppg ramp up is reached) and 10 gpt in all 

flushes except the final stage.  Remember to pre-load the casing with scale inhibitor for the 
very first stage with 10 gpt. 

• 30/50 mesh Ottawa sand, Slickwater frac. 
• Maximum surface pressure 6200 psi. 
• Flush volumes are the sum of slick water and acid used during displacement (include scale 

inhibitor as mentioned above).  Stage acid and scale inhibitor if necessary to cover the next 
perforated interval. 

May. 03, 2011

Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

Name: Bonanza 1023-8M
Location: SW SW Section 8 T10S R23E
Uintah County, UT
Date: 2/14/2011

ELEVATIONS: 5304' GL 5322' KB

TOTAL DEPTH: 8010' PBTD: 7953'
SURFACE CASING: 9 5/8", 36# J-55 8RD @2031'
PRODUCTION CASING: 4 1/2", 11.6#, I-80 8RD LT&C @7997'

Marker Joint 3951-3972'

TUBULAR PROPERTIES:
BURST COLLAPSE DRIFT DIA. CAPACITIES
(psi) (psi) (in.) (bbl/ft) (gal/ft)

2 3/8" 4.7# J-55 7,700 8,100 1.901" 0.00387 0.1624
tbg
4 ½" 11.6# I-80 7780 6350 3.875" 0.0155 0.6528
(See above)
2 3/8" by 4 ½" 0.0101 0.4227
Annulus

TOPS: BOTTOMS:
1086' Green River Top
1350' Bird's Nest Top
1708' Mahogany Top
4034' Wasatch Top 6144' Wasatch Bottom
6144' Mesaverde Top 8010' Mesaverde Bottom (TD)

T.O.C. @1670'

GENERAL:

• A minimum of 5 tanks (cleaned lined 500 bbl) of recycled water will be required. Note: Use
biocide in tanks and the water needs to be at least 45°F at pump time.

• All perforation depths are from Halliburtons Induction-Density-Neutron log dated 2/9/2008
• 2 fracturing stages required for coverage.
• Procedure calls for 3 CBP's (8000 psi) .

• Calculate open perforations after each breakdown. If less than 60% of the perforations
appear to be open, ball out with 15% HCl.

• Pump scale inhibitor at 3 gpt (in pad and until 1.25 ppg ramp up is reached) and 10 gpt in all
flushes except the final stage. Remember to pre-load the casing with scale inhibitor for the
very first stage with 10 gpt.

• 30/50 mesh Ottawa sand, Slickwater frac.
• Maximum surface pressure 6200 psi.
• Flush volumes are the sum of slick water and acid used during displacement (include scale

inhibitor as mentioned above). Stage acid and scale inhibitor if necessary to cover the next
perforated interval.
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• Call flush at 0 PPG @ inline densiometers.  Slow to 5 bbl/min over last 10-20 bbls of 
flush.  Flush to top perf. 

• If distance between plug and top perf of previous stage is less than 50’, it is considered 
to be tight spacing - over flush stage by 5 bbls (from top perf) 

• Service companies need to provide surface/production annulus pop-offs to be set for 500 psi 
for each frac. 

• Pump 20/40 mesh curable resin coated sand last 5,000# of all frac stages 
• Tubing Currently Landed @~6955 
• Originally completed on 3/10/2008 

 
Existing Perforations: 

 
Relevant History: 

• Mar 2008: Completed with 5 SW frac stages in the Mesa Verde. Cleaned out to 7953’. Landed tubing 
at 6955’ and pumped off POBS. 

• Oct 2010—Slickline. Stacked out at 7731’.  No tight spots in tbg. 
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Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

• Call flush at 0 PPG @ inline densiometers. Slow to 5 bbl/min over last 10-20 bbls of
flush. Flush to top perf.

• If distance between plug and top perf of previous stage is less than 50', it is considered
to be tight spacing - over flush stage by 5 bbls (from top perf)

• Service companies need to provide surface/production annulus pop-offs to be set for 500 psi
for each frac.

• Pump 20/40 mesh curable resin coated sand last 5,000# of all frac stages
• Tubing Currently Landed @~6955
• Originally completed on 3/10/2008

Existing Perforations:
Perforations

Stage Zones Top, ft Bottom, ft SPF Holes

1 MESAVERDE 7723 7725 3 6
MESAVERDE 7755 7761 3 18
MESAVERDE 7803 7806 3 9
MESAVERDE 7839 7841 4 8
#of Perfs/stage 41

2 MESAVERDE 7347 7350 2 6
MESAVERDE 7428 7431 4 12
MESAVERDE 7452 7454 4 8
MESAVERDE 7518 7520 4 8
MESAVERDE 7570 7572 4 8
# of Perfs/stage 42

3 MESAVERDE 7058 7063 2 10
MESAVERDE 7143 7148 3 15
MESAVERDE 7223 7227 4 16
#of Perfs/stage 41

4 MESAVERDE 6576 6580 4 16
MESAVERDE 6584 6590 4 24
# of Perfs/stage 40

5 MESAVERDE 6468 6473 3 15
MESAVERDE 6478 6482 3 12
MESAVERDE 6486 6491 3 15
# of Perfs/stage 42

Totals 206
Relevant History:

• Mar 2008: Completed with 5 SW frac stages in the Mesa Verde. Cleaned out to 7953'. Landed tubing
at 6955' and pumped off POBS.

• Oct 2010-Slickline. Stacked out at 7731'. No tight spots in tbg.
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H2S History: 

 
PROCEDURE: (If using any chemicals for pickling tubing or H2S Scavenging, have MSDS for 
all chemicals prior to starting work.) 
 

1. MIRU. Control well with recycled water and biocide as required.  ND WH, NU BOP’s and 
test. 

 
2. TOOH with 2-3/8”, 4.7#, J-55 (or N-80) tubing (currently landed at ~6955’).  Visually 

inspect for scale and consider replacing if needed.   
 

3. If tbg looks ok consider running a gauge ring to 5625 (50’ below proposed CBP).  Otherwise 
P/U a mill and C/O to 5625 (50’ below proposed CBP). 

 
4. Set 8000 psi CBP at ~ 5575’.  ND BOPs and NU frac valves.  Test frac valves and casing to 

500, 2500 and 6200 psi for 15 minutes each. Test 4-1/2 x 8-5/8” annulus to 200 and 900 psi 
for 15 minutes each. As per standard operating procedure install steel blowdown line to 
reserve pit from 4-1/2” X 8-5/8” annulus with pressure relief valve in line. Pressure relief 
will be set to release at 500 psig. Annulus will be monitored throughout stimulation.  If 
release occurs, stimulation will be shut down.  Well conditions will be assessed and actions 
taken as necessary to secure the well.  UDOGM will be notified if a release to the annulus 
occurs. 

 
5. Perf the following with 3-3/8" gun, 23 gm, 0.36"hole: 

Zone  From   To      spf      # of shots 
WASATCH 5326 5327 3 3 
WASATCH 5420 5422 3 6 
WASATCH 5457 5459 3 6 
WASATCH 5505 5506 3 3 
WASATCH 5544 5545 3 3 

May. 03, 2011

Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

H2S History:

BONANZA1023-8M

H2S
H2S SEPARATO

Date
¯R_PPM

1 10/1/2008 5.00
2 11/1/2008 4.00
3 12/1/2008 0.00
4 1/1/2009 0.00
6 2/1/2009 0.00
6 3/1/2009 0.00
7 4/1/2009 0.00
8 5/1/2009 38.00
9 6/1/2009 7.00
10 7/1/2009 9.00
11 8/1/2009 4.00
12 9/1/2009 50.00
13 10/1/2009 5.00
14 11/1/2009 35.00
15 12/1/2009 20.00
16 1/1/2010 30.00
17 2/1/2010 22.00
18 3/1/2010 48.00
19 4/1/2010 20.00

PROCEDURE: (If using any chemicals for pickling tubing or H2S Scavenging, have MSDS for
all chemicals prior to starting work.)

1. MIRU. Control well with recycled water and biocide as required. ND WH, NU BOP's and
test.

2. TOOH with 2-3/8", 4.7#, J-55 (or N-80) tubing (currently landed at ~6955'). Visually
inspect for scale and consider replacing if needed.

3. If tbg looks ok consider running a gauge ring to 5625 (50' below proposed CBP). Otherwise
P/U a mill and C/O to 5625 (50' below proposed CBP).

4. Set 8000 psi CBP at ~ 5575'. ND BOPs and NU frac valves. Test frac valves and casing to
500, 2500 and 6200 psi for 15 minutes each. Test 4-1/2 x 8-5/8" annulus to 200 and 900 psi
for 15 minutes each. As per standard operating procedure install steel blowdown line to
reserve pit from 4-1/2" X 8-5/8" annulus with pressure relief valve in line. Pressure relief
will be set to release at 500 psig. Annulus will be monitored throughout stimulation. If
release occurs, stimulation will be shut down. Well conditions will be assessed and actions
taken as necessary to secure the well. UDOGM will be notified if a release to the annulus
occurs.

5. Perf the following with 3-3/8" gun, 23 gm, 0.36"hole:
Zone From To spf # of shots
WASATCH 5326 5327 3 3
WASATCH 5420 5422 3 6
WASATCH 5457 5459 3 6
WASATCH 5505 5506 3 3
WASATCH 5544 5545 3 3
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6. Breakdown perfs and establish injection rate (include scale inhibitor in fluid). Spot 250 gals 

of 15% HCL and let soak 5-10 min. Fracture as outlined in Stage 1 on attached listing.  
Under-displace to ~5326’ and     trickle 250gal 15%HCL w/ scale inhibitor in flush  .   

 
7. Set 8000 psi CBP at ~4,976’.  Perf the following 3-3/8" gun, 23 gm, 0.36"hole: 

Zone  From   To      spf      # of shots 
WASATCH 4666 4667 3 3 
WASATCH 4674 4675 3 3 
WASATCH 4799 4802 3 9 
WASATCH 4874 4876 3 6 
 

8. Breakdown perfs and establish injection rate.  Fracture as outlined in Stage 2 on attached 
listing.  Under-displace to ~4666’ and flush only with recycled water.    

 
9. Set 8000 psi CBP at~4,616’. 

 
10. ND Frac Valves, NU and Test BOPs. 

 
11. TIH with 3 7/8” bit, pump off sub, SN and tubing.  

 
12. Drill plugs and clean out to PBTD.  Shear off bit and land tubing at ±7317’ unless indicated 

otherwise by the well’s behavior.  The well will be commingled at this time. 
 

13. Clean out well with foam and/or swabbing unit until steady flow has been established from 
completion. 

 
14. RDMO 

 
For design questions, please call 
Michael Sollee, Denver, CO 
(720)-929-6057 (Office) 
(832)-859-0515 (Cell) 
 
 
For field implementation questions, please call 
Jeff Samuels, Vernal, UT 
435-781 7046 (Office) 
 
 
  
   
NOTES: 
 
If using any chemicals for pickling tubing or H2S Scavenging, have MSDS for all chemicals 
prior to starting work 
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6. Breakdown perfs and establish injection rate (include scale inhibitor in fluid). Spot 250 gals
of 15% HCL and let soak 5-10 min. Fracture as outlined in Stage 1 on attached listing.
Under-displace to ~5326' and trickle 250gal 15%HCL w/ scale inhibitor in flush .

7. Set 8000 psi CBP at ~4,976'. Perf the following 3-3/8" gun, 23 gm, 0.36"hole:
Zone From To spf # of shots
WASATCH 4666 4667 3 3
WASATCH 4674 4675 3 3
WASATCH 4799 4802 3 9
WASATCH 4874 4876 3 6

8. Breakdown perfs and establish injection rate. Fracture as outlined in Stage 2 on attached
listing. Under-displace to ~4666' and flush only with recycled water.

9. Set 8000 psi CBP at~4,616'.

10. ND Frac Valves, NU and Test BOPs.

11. TIH with 3 7/8" bit, pump off sub, SN and tubing.

12. Drill plugs and clean out to PBTD. Shear off bit and land tubing at ±7317' unless indicated
otherwise by the well's behavior. The well will be commingled at this time.

13. Clean out well with foam and/or swabbing unit until steady flow has been established from
completion.

14. RDMO

For design questions, please call
Michael Sollee, Denver, CO
(720)-929-6057 (Office)
(832)-859-0515 (Cell)

For field implementation questions, please call
Jeff Samuels, Vernal, UT
435-781 7046 (Office)

NOTES:

If using any chemicals for pickling tubing or H2S Scavenging, have MSDS for all chemicals
prior to starting work
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Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

Name Bonanza 1023-8M
Perforation and CBP Summary

Perf Irations

Stage Zones Top,R Bottom,R SPF Holes FractureCoverage

1 WASATCH 5326 5327 3 3 5323.5 to 5332
WASATCH 5420 5422 3 6 5417.5 to 5424.5
WASATCH 5457 5459 3 6 5456 to 5469.5
WASATCH 5505 5506 3 3 6501.5 to 5506

Look
#ofPerfs/stage 21 COPDEPTH 4,906

2 WASATCH 4666 4667 3 3 4650.5 to 4669.5
WASATCH 4674 4675 3 3 4670.5 to 4682.5
WASATCH 4799 4802 3 9 4774.5 to 4809
WASATCH 4874 4876 3 6 4860.5 to 4878.5

Look
#0f Perfs/stage 21 COP DEPTH 4,616

Totals 42
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Acid Pickling and H2S Procedures (If Required) 
**PROCEDURE FOR PUMPING ACID DOWN TBG 

 
WHEN FINDING SCALE IN TUBING THAT IS ACID SOLUBLE, ENSURE THAT PLUNGER 
EQUIPMENT IS REMOVED AND ABLE TO PUMP DOWN TBG.  INSTALL A ‘T’ IN PUMP LINE W/2” 
VALVE THAT NALCO CAN TIE INTO.  HAVE 60 BBLS 2% KCL MIXED W/ 10-15 GAL H2S 
SCAVENGER IN RIG FLAT TANK.  (WE USED THE RIG FLAT TANK FOR MIXING CHEMICAL SO 
WE DIDN’T HAVE THE CHEMICAL IN ALL FLUIDS ON LOCATION, ONLY WHAT WE NEEDED TO 
PUMP DOWN HOLE) 
 

1. PUMP 5-10 BBLS 2% KCL DOWN TBG (NALCO CANNOT PUMP  AGAINST PRESSURE) 
2. NALCO WILL PUMP 3 DRUMS HCL (31%) INTO PUMP LINE. 
3. FLUSH BEHIND ACID WITH 10-15 BBL 2% KCL 
4. PUMP 2—30 BBL 2% W/ H2S SCAVENGER DOWN TBG. 
5. PUMP REMAINDER OF 2% W/ H2S SCAVENGER DOWN CASING AND SHUT WELL IN 

FOR MINIMUM OF 2 HRS. 
6. OVER DISPLACE DOWN TBG AND CSG TO FLUSH ACID AND SCAVENGER INTO 

FORMATION 
7. MONITOR TUBING FOR FLOW AND CASING FOR H2S NOW AS POOH W/ TUBING. 

 
 

** PROCEDURE FOR PUMPING H2S SCAVENGER WITHOUT ACID 
 
PRIOR TO RIG MOVING ON OR AS RIG PULLS ONTO LOCATION.  TEST CASING, TUBING AND 
SEPARATOR FOR H2S.  IF FOUND MAKE SURE THAT PLUNGER SYSTEM IS REMOVED (IT IS 
POSSIBLE TO PUMP AROUND PLUNGERS BUT SOME WILL HAVE A STANDING VALVE IN 
SEATING NIPPLE). 
 

1. MIX 10-15 GAL H2S SCAVENGER WITH 60-100 BBL 2% KCL IN RIG FLAT TANK. 
2. PUMP 25 BBLS MIXTURE DOWN TUBING AND REST DOWN CASING.  SHUT WELL IN 

FOR 2 HOURS. 
3. IF WELL HAS PRESSURE AFTER 2 HOURS – RETEST CASING AND TUBING FOR H2S. 
4. FLUSH TUBING AND CASING PUSHING H2S SCAVENGER INTO FORMATION. 
5. MONITOR TUBING FOR FLOW AND CASING FOR H2S NOW AS POOH W/ TUBING. 

 
**  As per APC standard operating procedure, APC foreman will verify ALL volumes pumped and record on 
APC Volume Report Form 
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Sundry Number: 14766 API Well Number: 43047382170000sundry Number: 14766 API Well Number: 43047382170000

Acid Pickling and H2S Procedures (If Required)
**PROCEDURE FOR PUMPING ACID DOWN TBG

WHEN FINDING SCALE IN TUBING THAT IS ACID SOLUBLE, ENSURE THAT PLUNGER
EQUIPMENT IS REMOVED AND ABLE TO PUMP DOWN TBG. INSTALL A 'T' IN PUMP LINE W/2"
VALVE THAT NALCO CAN TIE INTO. HAVE 60 BBLS 2% KCL MIXED W/ 10-15 GAL H2S
SCAVENGER IN RIG FLAT TANK. (WE USED THE RIG FLAT TANK FOR MIXING CHEMICAL SO
WE DIDN'T HAVE THE CHEMICAL IN ALL FLUIDS ON LOCATION, ONLY WHAT WE NEEDED TO
PUMP DOWN HOLE)

1. PUMP 5-10 BBLS 2% KCL DOWN TBG (NALCO CANNOT PUMP AGAINST PRESSURE)
2. NALCO WILL PUMP 3 DRUMS HCL (31%) INTO PUMP LINE.
3. FLUSH BEHIND ACID WITH 10-15 BBL 2% KCL
4. PUMP 2-30 BBL 2% W/ H2S SCAVENGER DOWN TBG.
5. PUMP REMAINDER OF 2% W/ H2S SCAVENGER DOWN CASING AND SHUT WELL IN

FOR MINIMUM OF 2 HRS.
6. OVER DISPLACE DOWN TBG AND CSG TO FLUSH ACID AND SCAVENGER INTO

FORMATION
7. MONITOR TUBING FOR FLOW AND CASING FOR H2S NOW AS POOH W/ TUBING.

** PROCEDURE FOR PUMPING H2S SCAVENGER WITHOUT ACID

PRIOR TO RIG MOVING ON OR AS RIG PULLS ONTO LOCATION. TEST CASING, TUBING AND
SEPARATOR FOR H2S. IF FOUND MAKE SURE THAT PLUNGER SYSTEM IS REMOVED (IT IS
POSSIBLE TO PUMP AROUND PLUNGERS BUT SOME WILL HAVE A STANDING VALVE IN
SEATING NIPPLE).

1. MIX 10-15 GAL H2S SCAVENGER WITH 60-100 BBL 2% KCL IN RIG FLAT TANK.
2. PUMP 25 BBLS MIXTURE DOWN TUBING AND REST DOWN CASING. SHUT WELL IN

FOR 2 HOURS.
3. IF WELL HAS PRESSURE AFTER 2 HOURS - RETEST CASING AND TUBING FOR H2S.
4. FLUSH TUBING AND CASING PUSHING H2S SCAVENGER INTO FORMATION.
5. MONITOR TUBING FOR FLOW AND CASING FOR H2S NOW AS POOH W/ TUBING.

** As per APC standard operating procedure, APC foreman will verify ALL volumes pumped and record on
APC Volume Report Form
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Key Contact information 

Completion Engineer 

 Michael Sollee: 832-859-0515, 720-929-6057 

Production Engineer 

 Kyle Bohannon: 804-512-1985, 435-781-7068 

Completion Supervisor Foreman 

 Jeff Samuels: 435-828-6515, 435-781-7046 

Completion Manager 

 Jeff Dufresne: 720-929-6281, 303-241-8428 

Vernal Main Office  

 435-789-3342 

 

Emergency Contact Information—Call 911 

Vernal Regional Hospital Emergency:  435-789-3342 

Police:  (435) 789-5835 

Fire:  435-789-4222 

May. 03, 2011

Sundry Number: 14766 API Well Number: 43047382170000Sundry Number: 14766 API Well Number: 43047382170000

Key Contact information

Completion Engineer

Michael Sollee: 832-859-0515, 720-929-6057

Production Engineer

Kyle Bohannon: 804-512-1985, 435-781-7068

Completion Supervisor Foreman

Jeff Samuels: 435-828-6515, 435-781-7046

Completion Manager

Jeff Dufresne: 720-929-6281, 303-241-8428

Vernal Main Office

435-789-3342

Emergency Contact Information-Call 911

Vernal Regional Hospital Emergency: 435-789-3342

Police: (435) 789-5835

Fire: 435-789-4222
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-37355 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 BONANZA 1023-8M 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FSL 0687 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 08 Township: 10.0S Range: 23.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

6/21/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator has concluded the temporary abandonment operations on the
subject well location on 6/21/2011. This well has been temporarily abandoned

in order to drill the Bonanza 1023-8M Pad, which consists of the Bonanza
1023-8M2AS, Bonanza 1023-8M2DS, Bonanza 1023-8N2BS, and Bonanza

1023-8N3DS. Please see the attached chronological well history for details.
Thank you.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Gina Becker 720 929-6086

TITLE
 Regulatory Analyst II

SIGNATURE
 N/A

DATE
 7/5/2011

07/12/2011

Jul. 05, 2011

Sundry Number: 16412 API Well Number: 43047382170000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE7D5E55IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well BONANZA 1023-8M

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0540 FSL 0687 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 08 Township: 10.05 Range: 23.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/21/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL v TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLRErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator has concluded the temporary abandonment operations on the
subject well location on 6/21/2011. This well has been temporarily abandoned

in order to drill the Bonanza 1023-8M Pad, which consists of the BonanzaAccepted by the
1023-8M2AS, Bonanza 1023-8M2DS, Bonanza 1023-8N2BS, and BonanzaUtah Division of

1023-8N3DS. Please see the attached chronological well history for detaiOil, Gas and Mining
Thank you· FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Gina Becker 720 929-6086 Regulatory Analyst H

SIGNATURE DATE
N/A



US ROCKIES REGION

Operation Summary Report
Well: BONANZA 1023-8M Spud Date: 11/29/2007

Project: UTAH-UINTAH Site: BONANZA 1023-8M PAD Rig Name No: 

Event: ABANDONMENT End Date: Start Date: 6/19/2011
Active Datum: RKB @5,322.00ft (above Mean Sea Leve UWI: BONANZA 1023-8M

     Time     
Start-End

MD From
(ft)

Code Sub 
Code

P/U OperationPhaseDuration
(hr)

Date

6/17/2011 30 MIRU, BLOW DOWN WELL, NDWH, NUBOP, 
UNDLAND TBG, SDFWE

4.0011:00 7:00 -

6/20/2011 ABAND 30 BLOW WELL DWN, KILL TBG WITH 20 BBLS 
TREATED T-MAC, RU PRS, SCAN TBG OOH, STD 
BACK 101 STDS, LAY DWN 27 JTS ON TLR, RU 
CUTTERS, TIH GAUGE RING TO 6430, POOH PU 
10K CBP TIH SET PLUG AT 6410', TAG PLUG, 
POOH, RD CUTTERS, TIH WITH 101 STD, PU 2 
JTS OFF TLR,  EOT TBG, 6407', BREAK CIRC, 
WITH 100 BBLS TREATED T-MAC, PRESSURE 
TESTCSG TO 500#, 5 MIN, BLEED OFF PSI, SWIFN

10.0017:00 7:00 -

6/21/2011 ABAND 30 RU PRO PETRO, ALL CEMENT IS CLASS G, 1.145 
YIELD, 15.8# DENISTY, 4.9 GW/SX, CEMENT, 
PUMP PLUG 1 AT 6407', 2.6 BBLS FRESH, 2 BBLS 
CEMENT, DISPLACE WITH 1 BBL FRESH, 23 BBLS 
T-MAC, POOH LAY DWN 72 JTS TO 4152', SET 
PLUG #2, PUMP 2.6 BBLS FRESH, 4.1 BBLS 
CEMENT, DISPLACE WITH 1 BBL FRESH 14 BBLS 
T-MAC.POOH LAY DWN 132 JTS TBG ON TLR, ND 
BOP'S, CAP WELL. RDMO TO BON 1023-9H PAD

N 39 DEGREES 56' 59.1" W 109 DEGREES 20' 56.1"   
ELEV 5304'

10.0017:00 7:00 -

7/5/2011  4:16:23PM 1

Jul. 05, 2011

Sundry Number: 16412 API Well Number: 43047382170000

US ROCKIES REGION

Operation Summary Report
Well: BONANZA 1023-8M Spud Date: 11/29/2007

Project: UTAH-UINTAH Site: BONANZA 1023-8M PAD Rig Name No:

Event: ABANDONMENT Start Date: 6/19/2011 End Date:
Active Datum: RKB @5,322.00ft(above Mean Sea Leve UWl: BONANZA 1023-8M

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (ft)

6/17/2011 7:00 - 11:00 4.00 30 MIRU, BLOW DOWN WELL, NDWH, NUBOP,
UNDLANDTBG, SDFWE

6/20/2011 7:00 - 17:00 10.00 ABAND 30 BLOW WELL DWN, KILLTBG WITH 20 BBLS
TREATED T-MAC, RU PRS, SCAN TBG OOH, STD
BACK 101 STDS, LAYDWN 27 JTS ON TLR, RU
CUTTERS, TlH GAUGE RING TO 6430, POOH PU
10K CBP TlH SET PLUG AT 6410', TAG PLUG,
POOH, RD CUTTERS, TlH WITH 101 STD, PU 2
JTS OFF TLR, EOT TBG, 6407', BREAK CIRC
WITH 100 BBLS TREATED T-MAC, PRESSURE
TESTCSG TO 500#, 5 MIN, BLEED OFF PSI, SWIFN

6/21/2011 7:00 - 17:00 10.00 ABAND 30 RU PRO PETRO, ALL CEMENT IS CLASS G, 1.145
YIELD, 15.8# DENISTY, 4.9 GWISX, CEMENT,
PUMP PLUG 1 AT6407', 2.6 BBLS FRESH, 2 BBLS
CEMENT, DISPLACE WITH 1 BBL FRESH, 23 BBLS
T-MAC, POOH LAYDWN 72 JTS TO 4152', SET
PLUG #2, PUMP 2.6 BBLS FRESH, 4.1 BBLS
CEMENT, DISPLACE WITH 1 BBL FRESH 14 BBLS
T-MAC.POOH LAYDWN 132 JTS TBG ON TLR, ND
BOP'S, CAP WELL. RDMO TO BON 1023-9H PAD

N 39 DEGREES 56' 59.1" W 109 DEGREES 20' 56.1"
ELEV 5304'

7/5/2011 4:16:23PM



RECEIVED: Jan. 25, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-37355 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 BONANZA 1023-8M 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0540 FSL 0687 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 08 Township: 10.0S Range: 23.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /6 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL HAS BEEN TEMPORARILY ABANDONED ON
06/21/2011 IN ORDER TO DRILL THE BONANZA 1023-8M WELL PAD.

THE OPERATOR HAS RETURNED THE SUBJECT WELL BACK TO
PRODUCTION ON 01/06/2012 AT 1330 HRS. THE CHRONOLOGICAL

WELL HISTORY WILL BE SUBMITTED WITH THE WELL COMPLETION
REPORT. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sheila Wopsock 435 781-7024

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 1 /25 /2012

January 25, 2012

Sundry Number: 22541 API Well Number: 43047382170000Sundry Number: 22541 API Well Number: 43047382170000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-37355

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well BONANZA 1023-8M

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047382170000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

0540 FSL 0687 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 08 Township: 10.0S Range: 23.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 6 /2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELLHAS BEEN TEMPORARILYABANDONEDON Accepted by the
06/21/2011 IN ORDER TO DRILL THE BONANZA 1023-8M WELL PAD. Utah Division of

THE OPERATOR HAS RETURNED THE SUBJECT WELLBACKTO Oil, Gas and Mining

PRODUCTION ON 01/06/2012 AT 1330 HRS. THE CHRONOLOGICAL FOR RECORD ONLY
WELL HISTORYWILLBE SUBMITTEDWITHTHE WELLCOMPLETION January 25, 2012

REPORT.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sheila Wopsock 435 781-7024 Regulatory Analyst

SIGNATURE DATE
N/A 1/25/2012

RECEIVED: Jan. 25,



Form3160-4 UNITED STATES FORM APPROVED
(August2007) DEPARTMENTOF THE INTERIOR OMBNo. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease Serial No.
UTU37355

la. Type of Well O Oil Well Gas Well O Dry O Other 6. If Indian,Allottee or Tribe Name
b. Type of Completion O New Well O Work Over O Deepen O Plug Back Diff. Resvr.

Other 7. Unit or CA Agreement Name and No.

2. Name of Operator Contact: JAIME L. SCHARNOWSKE 8. Lease Name and Well No.KERR MCGEE OIL & GAS ONSHORE,4Mail:JAIME.SCHARNOWSKE@ANADARKO.COM BONANZA1023-8M
3. Address PO BOX 173779 3a. Phone No. (includearea code) 9. API Well No.DENVER, CO 80217 Ph: 720-929-6304 43-047-38217
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool, or Exploratory

NATURALBUTTESAt surface SWSW 540FSL 687FWL
11. Sec., T., R., M., or Block and S

At top prod interval reported below SWSW 540FSL 687FWL or Area Sec 8 T10S R23E M LB
12. Countyor Parish 13. StateAt total depth SWSW 540FSL 687FWL UINTAH UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
11/29/2007 02/08/2008 OD & A B Ready to Prod. 5304 GL

,
01/06/2012

18. Total Depth: MD 8010 19. Plug Back T.D.: MD 7953 20. Dei th Bridge Plug Set: MD
TVD TVD TVD

21. Type Electric & Other MechanicalLogs Run (Subrnit copy of each) 22. Was well cored? O No O Yes (Subrnitanalysis)CBLÏCCLIGR-SD/DSN/HDL-BCSD Was DST run? No O Yes (Submitanalysis)
Directional Survey? B No O Yes (Submitanalysis)

23. Casing and Liner Record (Reportall strings set in well)

Top Bottom StageCementer No. of Sks. & SlurryVol.Hole Size Size/Grade Wt. (#/ft.) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)

24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2.375 7314

25. Producing Intervals 26. Perforation Record

Formation Top Bottom PerforatedInterval Size No. Holes Perf. Status
A) WASATCH 4666 5545 4666 TO 5545 0.360 42 OPEN
B) MESAVERDE 6468 7841 6468 TO 7841 0.360 206 OPEN
C)
D)
27. Acid, Fracture,Treatment,Cement Squeeze, Etc.

Depth Interval Amount and Type of Material
5326 TO 5545 PUMP 818 BBLS SLICK H2O & 20,455 LBS 30/50 OTTAWASAND

28. Production - Interval A
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity
01/06/2012 01/10/2012 24 0.0 1082.0 0.0 FLOWS FROM WELL

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
Size Flwg. 350 Press. Rate BBL MCF BBL Ratio

20/64 SI 700.0 0 1082 0 PGW
28a. Production - IntervalB

Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. Press. R BBL MCF BBL Ratio

RECFIVFD(SeeÌnstructionsand spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #130727VERIFIED BY THE BLM WELL INFORMATION SYSTEM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR,SUBMITTED I $ÛÍŽ
DIV.0F0lL,GAS&



28b. Production - Interval C
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethodProduced Date Tested Production BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well StatusSize Flwg. Press. Rate BBL MCF BBL Ratio

28c. Production - IntervalD
Date First Test Houts Test Oil Gas Water Oil Gravity Gas ProductionMethodProduced Date Tested Production BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Dispositionof Gas(Sold,used forfuel,vented, etc.)
SOLD

30. Summary of Porous Zones (IncludeAquifers): 31. Formation (Log) Markers
Show all importantzones of porosity and contents thereof: Coredintervals andall drill-stem
tests, includingdepth intervaltested, cushion used, time tool open, flowing and shut-in pressures
and recoveries.

TopFormation Top Bottom Descriptions, Contents,etc. Name
Meas. Depth

GREEN RIVER 1086
BIRD'S NEST 1350
MAHOGANY 1708
WASATCH 4034
MESAVERDE 6144

32. Additional remarks (includeplugging proc< dure):
Attached is the chronological recompleiion history and perforation report.
Test information is production from Wa=atch/Mesaverde perforations. Casing in the well
is as previously reported on the original Completion Report.

33. Circle enclosed attachments:
1. Electrical/Mechanical Logs (1 full set req'd.) 2. GeologicReport 3. DST Report 4. Directional Survey
5. Sundry Notice for plugging and cement verification 6. Core Analysis 7 Other:

34. I hereby certify that the foregoingand attached informationis complete and correct as determinedfrom all available records (see attached instructions):
Electronic Submission #130727Verified by the BLM Well Information System.

For KERR MCGEE OIL & GAS ONSHORE,L, sent to the Vernal

Name(pleaseprint) JAIME L. SCHARNOWSKE Title REGULATORYANALYST

Signature (Electronic Submission) Date 02/13/2012

Title 18U.S.C. Section 1001and Title 43 U.S.C. Section 1212,make it a crime for any person lœowinglyand willfully to make to any departmentor agency
of the United Statesany false, fictitiousor fradulentstatements or representations as to any matter within its jurisdiction.

** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL" ORIGINAL" ORIGINAL ** ORIGINAL



US ROCKIES REGION

Operation Summary Report
Well: BONANZA 1023-8M Spud Date: 11/29/2007
Project: UTAH-UINTAH Site: BONANZA1023-8M PAD Rig Name No: GWS1/1, MILES-GRAY 1/1
Event: RECOMPL/RESEREVEADD Start Date: 12/12/2011 End Date: 1/5/2012
Active Datum: RKB@5,322.00usft(above Mean Sea UWI: BONANZA 1023-8M
Level)

12/12/2011 7:00 - 7:15 0.25 REE 48 P JSA-SAFETY MEETING,
7:15 - 11:30 4.25 REE 30 A P ROAD RIGTOLOC, MIRU, N/D WlH, NIU BOPS,
11:30 - 14:30 3.00 REE 31 I P P/U 3 7/8" MILL,TIHW/ 2 3/8" J-55 TBG CEMENT TOP

@3890', R/UPOWER SWlVEL,
14:30 - 16:30 2.00 REE 44 A P PRESSURE TEST BOPSTO3000#, ESTB CIRCDN

TBG OUT CSG, MILLOUTCEMENÏFROM 3890' TO
3950', CIRC WELL CLEAN, R/D SWIVEL

16:30 - 18:00 1.50 REE 31 I P TOOH WITBG,LAYDN MILLSHUT WELL IN, DRAIN
UP PUMP AND LINES, SDFN,

12/13/2011 ?:00 - 7:15 0.25 REE 48 P JSA-SAFETY MEETING
7:15 - 9:00 1.75 REE 31 I P NO PRESSURE, TlH W/ BITAND TBG, TAG @3954',

R/U SWIVEL,
0:Ú0 - 13:00 4.00 REE 44 A P ESTB CIRC DN CBG OUT TBG, DRILLOUTCEMENT

FROM 3954' TO41Í5', CIRC CLEAN, TIH TO@ð400',
CIRC WELL AROUND W/ CLEAN T-MA0WTR,

13:00 - 17:30 4.50 REE 31 I P TOOH Wl2 3/8" J-55TBG LAYINGDNON TRAILER,
LAYBITSUB, KEEP WELLFULLOF WTR ON TOOH,
N/D BOPS, NIU FRACVALVE, R/D UNITMOVE OFF
LOC,

12/14/2011 6:45 - 7:00 0.25 CÓMP 48 P HSM. HIGH PSI WORK AREA.
7:00 - 15:00 8.00 COMP 33 C P FILLSURFACECSG. MIRU B&C QUICK TEST.

PSI TEST Tl 1000 PSI. HELD FOR 15 MIN LOST 3 PSI.
PSI TEST T/ 3500 PSI. HELD FOR 15 MIN LOST 37
PSI.
1ST PSI TEST T/ 6200 PSI. HELD FOR 30 MIN LOST
70 PSI.
GOOD TEST. BLEED OFF PSI SWI.

12/16/2011 ?:00 16:00 8.00 COMP 37 B P PERF STG 1)PU 3 1/8 EXP GUN, 23 GM, .36 HOLE
SIZE. 120 DEG PHASING. RIH PERF AS PER DESIGN.
POOH. SWII WE.

12/20/2011 7:00 - 18:00 11.00 COMP 36 B P FRAC STG 1)WHP 470 PSI, BRK4685 PSI @4.5
BPM. ISIP 1370 PSI, FG .69.

CALC PERFSOPEN @51.3 BPM @4685 PSI = 87%
HOLES OPEN.
ISIP 1530 PSI, FG .72, NPI 160 PSI.
MP 5544 PSI, MR 52.9 BPM, AP 3939 PSI, AR 50.4
BPM,
PUMPED 30/50 OWATTA SAND.

PERF STG 2)PU4 1/2 SK HALCBP & 3 1/8 EXP GUN,
23 GM, .36 HOLE SIZE. 90 & 120 DEG PHASIING.RIH
SET CBP @4906' P/U PERF AS PER
DESIGN.X-OVER FOR FRAC CREW

FRAC STG 2)WHP 487 PSI, BRK 1035 PSI @4.6
BPM. ISIP 180 PSI, FG .00.

DIDN'T FRAC STG 2 DUE TI VERY LOW FG.

TOTAL SAND -20,455 #
TOTAL CBF - 818 BBLS

2/6/2012 2:55:24PM



US ROCKIES REGION

Operation Summary Report
Well: BONANZA 1023-8M Spud Date: 11/29/2007
Project: UTAH-UINTAH Site: BONANZA1023-8MPAD Rig Name No:GWS 1/1, MILES-GRAY 1/1
Event: RECOMPL/RESEREVEADD Start Date: 12/12/2011 End Date: 1/5/2012
Active Datum: RKB @5,322.00usft(aboveMean Sea UWI: BONANZA1023-8M
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) | Code (usft)

1/4/2012 7:00 - 17:00 10.00 07:00 - 07:15 / HSM, SLIPS, TRIPS &FALLS,
RIGGING UP, LANDINGTBG
07:15 - 17:00 / MIRU, SPOT EQUIP, NID WH, N/U 5K
BOP, R/U FLOOR &TBG EQUIP, R/U HAL9000 &
FLOWLINETO PIT, SPOT TBG TRAILER, P/U TBG,
REMOVE THREAD PROTECTORS, TALLY& DRIFT
TBG TO KILLPLUG,RU P/S, FILLTBG BREAK CIRC,
PRESS TEST BOP TO 3,000 PSI FOR 15 MIN, LOST 0
PSI, SURFACE CSG VALVEOPEN & LOCKED,
START DRLG PLUGS.
C/O 5' SAND, TAG 1ST PLUG @4,616' DRL PLUG IN
10 MIN.0 PSI INCREASE (NO KICK) RIH, CSG PRESS
0 PSI. WELL NOT FLOWING.
ClO O'SAND, TAG 2ND PLUG @4,976' DRL PLUG IN
12 MIN. 0 PSI INCREASE (NO KICK) RIH, CSG PRESS
0 PSI. WELL FLOWING APPROX 2" STREAM OF
WATER NO GAS.
C/O O'SAND, TAG 3RD PLUG @6,100' SUPPOSE
TO BEEN @5,575', DRL PLUG IN11 MIN.O PSI
INCREASE RIH, CSG PRESS O PSI. WELL FLOWING
APPROX2" STREAM OF WATER NO GAS.
RIH TAGGED CMT @6,360', D/O CMT FROM 6,360'
TO 6,410', D/O CBP @6,410' LOST ALL RETURNS.
RIH TAGGED @7,610', UD 4 JTS EOT @7,500',
WILLCIO TO PBTD W/AIR FOAMUNIT INAM. SWI,
DRAIN& WINTERIZE EQUIP, SDFN.
P/T FLOWLINETO HAL9000 TO 2,500 PSI FOR 15
MIN, LOST 109 PSI, NO VISIBLELEAKS
BULKFUEL: 95 GAL DIESEL

2/6/2012 2:55:24PM



US ROCKIES REGION

Operation Summary Report
Well: BONANZA 1023-8M Spud Date: 11/29/2007
Project: UTAH-UINTAH Site: BONANZA1023-8M PAD Rig Name No: GWS 1/1, MILES-GRAY 1/1
Event: RECOMPL/RESEREVEADD Start Date: 12/12/2011 End Date: 1/5/2012
Active Datum: RKB @5,322.00usft(above Mean Sea UWI: BONANZA 1023-BM
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

1/5/2012 7:00 - 17:00 10.00 SICP 150 PSI, OPEN WELL, INSTALSTRING FLOAT &
BREAK CIRC W/ AIRFOAM UNIT, CIO FROM7,610'
TO 7,860', 19' PAST BTM PERF, BIT FLOATS
BECAME PLUGGED, POOH TO STRING FLOAT, WAIT
ON PRESS RELEASE TOOL FROM TOWN, INSTAL &
RELEASE PRESS OFF TBG BETWEEN STRING
FLOAT & BIT FLOATS, POOH, PU & STRIP IN TBG
HANGER & LANDTBG W/ 229 JTS 2 3/8" J-55, EOT
7,313.99'.
RD POWER SWlVEL, FLOOR &TBGEQUIP, ND
BOPS, NU WH, DROP BALLTO SHEAR OFF BITW/
1,800 PSI, SWI TO BUILDPRESS, TURN TO SELLS IN
AM.
TURN OVER TO FLOW BACKCREW, RD & ROAD
RIG TO NBU 921-8N.
KB= 18'
4 1/16" CAMERON HANGER=

.83' TBG
DELIVERED 275 JTS FROM SAMUELSYARD
YELLOW BANDJ-55
229 JTS 2 3/8" J-55 = 7,292.96' TBG
USED 229 JTS
POBS= 2.20'
TBG RETURNED 46 JTS TO SAMUELS YARD
EOT @7,313.99'

TWTR= 818 BBLS
TWR= 400 BBLS
TWLTR= 418 BBLS
BULK85 gallons diesel

1/8/2012 13:30 - PROD 50 WELL TURNED TO SALES @1330 HR ON 1/6/2012-
300 MCFD, 0 BWPD, e 13OPD,1450 CP, 500 FTP,
20/64" CK,

2/6/2012 2:55:24PM



US ROCKIES REGION

1 General

1.1 Customer Information

Company US ROCKIES REGION
Representative
Address

1.2 WeillWellbore Information

Well BONANZA 1023-8M Wellbore No- OH
Well Name BONANZA 1023-8M Wellbore Name BONANZA 1023-8M

Report No. 1 Report Date 12/12/2011
Project UTAH-UINTAH Site BONANZA 1023-8M PAD

Rig Name/No. MILES-GRAY 1/1 Event RECOMPL/RESEREVEADD

Start Date 12/12/2011 End Date 1/5/2012

Spud Date 11/29/2007 Active Datum RKB @5,322.00usft(above Mean Sea Level)

UWI BONANZA 1023-8M

1.3 General

Contractor JobMethod Supervisor

Perforated Assembly PRODUCTION CASING Conveyed Method

1.4 Initial Conditions 1.5 Summary

Fluid Type Fluid Density Gross Interval 4,666.0 (usft)-5,545.0 (usft Start DatelTime 12/20/2011 12:00AM
Surface Press Estimate Res Press No. of Intervals 9 End DatelTime 12/20/2011 12:00AM
TVD Fluid Top Fluid Head Total Shots 42 Net Perforation interval 14.00 (usfi)
Hydrostatic Press Press Difference Avg Shot Density 3.00 (shot/ft) Final Surface Pressure
Balance Cond NEUTRAL Final Press Date

2 Intervals

2.1 Perforateci Interval

Date Formation/ CCL@ CCL-T MD Top MD Base Shot Misfires/ Diamete Carr Type /Carr Manuf Carr Phasing Charge Desc/Charge Charge Reason Misrun
Reservoir (usft) S (usft) (usft) Density Add. Shot r Size (°) Manufacturer Weight

(usft) (shot/ft) (in) (in) (gram)
12/20/201 WASATCHI 4,666.0 4,667.0 3.00 0.360 EXP/ 3.375 120.00 23.00; PRODUCTIO
1 N
12:00AM

February 09, 2012 at 1:10 pm 1



US ROCKIES REGION

2.1 Perforated Interval (Continued)

Date Formation/ CCL@ CCL-T MD Top MD Base Shot Misfires/ Diamete Carr Type /Carr Manuf Carr Phasing Charge Desc/Charge Charge Reason Misrun
Reservoir (usft) S (usft) (usft) Density Add. Shot r Size (°) Manufacturer Weight

(usft) (shot/ft) (in) (in) (gram)
12/20/201 WASATCH/ 4,674.0 4,675.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCH/ 4,799.0 4,802.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCHI 4,874.0 4,876.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCHI 5,326.0 5,327.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCHI 5,420.0 5,422.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCHI 5,457.0 5,459.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCHI 5,505.0 5,506.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM
12/20/201 WASATCHI 5,544.0 5,545.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
1 N
12:00AM

3 Plots

3.1 Wellbore Schematic

1 . I I I i t i I i

February 09, 2012 at 1:10 pm 2



STATE OF UTAH FORM6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING

ENTITY ACTION FORM

Operator: KERR McGEE OIL & GAS ONSHORE LP Operator Account Number: N 2995

Address: P.O. Box 173779

city DENVER

state CO zip 80217 Phone Number: (720) 929-6029

Well 1
API Number Well Name QQ Sec Twp Rng County
See Atchmt See Atchmt

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

99999
Comments

Please see attachment with list of Wells in the Ponderosa Unit. c

weltAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

wellaAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Cara Mahler
B - Add new well to existing entity (groupor unitwell) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to signature
E - Other (Explain in 'comments' section) - VED REGULATORY ANALYST 5/21/2012

Title DateMAY2 1 2012(5/2000)

Div.ofOl. Gas &



well_name sec twp rng api entity lease well stat qtr_qtr bhl surf zone a stat I_num op_no
SOUTHMANCANYON31-3 31 090S 230E 4304734726 13717 1 GW P SENW 1 WSMVD P U-33433 N2995
SOUTHMANCANYON 31-4 31 090S 230E 4304734727 13742 1 GW S SESW 1 WSMVD S UTU-33433 N2995
SOUTHMANCYN 31-2X (RIG SKID) 31 090S 230E 4304734898 13755 1 GW P NWNW 1 WSMVD P Ü-33433 N2995
SOUTHMANCYN 923-31J 31 090S 230E 4304735149 13994 1 GW P NWSE MVRD P Ü-33433 N2995
SOUTHMANCYN 923-31B 31 090S 230E 4304735150 13953 1 GW P NWNE 1 MVRD P U-33433 N2995
SOUTHMANCYN 923-31P 31 090S 230E 4304735288 14037 1 GW P SESE 1 WSMVD P UTU-33433 N2995
SOUTHMANCYN 923-31H 31 090S 230E 4304735336 14157 1 GW P SENE 1 WSMVD P U-33433 N2995
SOUTHMANCYN 923-310 31 090S 230E 4304737205 16827 1 GW P SWSE 1 MVRD P UTU-33433 N2995
SOUTHMANCYN 923-31K 31 090S 230E 4304737206 16503 1 GW P NESW 1 WSMVD P UTU-33433 N2995
SOUTHMANCYN 923-31G 31 090S 230E 4304737208 16313 1 GW P SWNE 1 WSMVD P UTU-33433 N2995
SOUTHMAN CYN 923-31E 31 090S 230E 4304737209 16521 1 GW P SWNW 1 WSMVD P UTU-33433 N2995
SOUTHMAN CYN 923-31A 31 090S 230E 4304737210 16472 1 GW P NENE 1 WSMVD P UTU-33433 N2995
SOUTHMAN CYN 923-31C 31 090S 230E 4304737227 16522 1 GW P NENW 1 WSMVD P UTU-33433 N2995
BONANZA1023-1G 01 100S 230E 4304735512 14458 1 GW P SWNE 1 WSMVD P U-40736 N2995
BONANZA1023-1A 01 100S 230E 4304735717 14526 1 GW P NENE 1 WSMVD P U-40736 N2995
BONANZA1023-1E 01 100S 230E 4304735745 14524 1 GW P SWNW 1 WSMVD P U-40736 N2995
BONANZA 1023-1C 01 100S 230E 4304735754 14684 1 GW P NENW 1 MVRD P U-40736 N2995
BONANZA 1023-1K 01 100S 230E 4304735755 15403 1 GW P NESW 1 MVRD P U-38423 N2995
BONANZA1023-1F 01 100S 230E 4304737379 16872 1 GW P SENW 1 MVRD P UTU-40736 N2995
BONANZA1023-1B 01 100S 230E 4304737380 16733 1 GW P NWNE 1 MVRD P UTU-40736 N2995
BONANZA1023-1D 01 100S 230E 4304737381 16873 1 GW P NWNW 1 MVRD P UTU-40736 N2995
BONANZA 1023-1H 01 100S 230E 4304737430 16901 1 GW P SENE 1 MVRD P UTU-40736 N2995
BONANZA 1023-1L 01 100S 230E 4304738300 16735 1 GW P NWSW 1 MVRD P UTU-38423 N2995
BONANZA 1023-1J 01 100S 230E 4304738302 16871 1 GW P NWSE 1 MVRD P UTU-40736 N2995
BONANZA 1023-11 01 100S 230E 4304738810 16750 1 GW P NESE 1 MVRD P UTU-40736 N2995
BONANZA 1023-2E 02 100S 230E 4304735345 14085 3 GW P SWNW 3 WSMVD P ML-47062 N2995
BONANZA 1023-2C 02 100S 230E 4304735346 14084 3 GW P NENW 3 WSMVD P ML-47062 N2995
BONANZA1023-2A 02 100S 230E 4304735347 14068 3 GW P NENE 3 MVRD P ML-47062 N2995
BONANZA1023-2G 02 100S 230E 4304735661 14291 3 GW P SWNE 3 WSMVD P ML-47062 N2995
BONANZA1023-20 02 100S 230E 4304735662 14289 3 GW P SWSE 3 WSMVD P ML-47062 N2995
BONANZA1023-21 02 100S 230E 4304735663 14290 3 GW S NESE 3 WSMVD S ML-47062 Nž995
BONANZA1023-2MX 02 100S 230E 4304736092 14730 3 GW P SWSW 3 WSMVD P ML-47062 N2995
BONANZA 1023-2H 02 100S 230E 4304737093 16004 3 GW P SENE 3 WSMVD P ML-47062 N2995
BONANZA 1023-2D _ 02 100S 230E 4304737094 15460 3
BONANZA 1023-2B 02 100S 230E 4304737095 15783 3 GW P NWNE 3 MVRD P ML-47062 N2995
BONANZA1023-2P 02 100S 230E 4304737223 15970 3 GW P SESE 3 WSMVD P ML-47062 N2995
BÒNANZA1023-2N 02 100S 230E 4304737224 15887 3 GW P SESW 3 MVRD P ML-47062 N2995
BONANZA1023-2L 02 100S 230E 4304737225 15833 3 GW P NWSW 3 WSMVD P ML-47062 N2995
BONANZA 1023-2F 02 100S 230E 4304737226 15386 3 GW P SENW 3 WSMVD P ML-47062 N2995
BONANZA 1023-2D-4 02 100S 230E 4304738761 16033 3 GW P NWNW 3 WSMVD P ML-47062 N2995
BONANZA 1023-20-1 02 100S 230E 4304738762 16013 3 GW P SWSE 3 WSMVD P ML-47062 N2995
BONANZA1023-2H3CS 02 100S 230E 4304750344 17426 3 GW P NWNE D 3 MVRD P ML 47062 N2995
BÒÑANZA1023-2G3BS 02 100S 230E 4304750345 17428 3 GW P NWNE D 3 MVRD P ML47062 N2995
BONANZA 1023-2G2CS 02 100S 230E 4304750346 17429 3 GW P NWNE D 3 MVRD P ML47062 N2995
BONANZA1023-2G1BS 02 100S 230E 4304750347 17427 3 GW P NWNE D 3 MVRD P ML 47062



BONANZA 1023-2M1S 02 100S 230E 4304750379 17443 3 GW P _ SENW D 3 MVRD P ML47062 N2995
BONANZA 1023-2L2S 02 100S 230E 4304750380 17444 3 GW P SENW D 3 MVRD P ML47062 N2995
BONANZA1023-2K4S 02 100S 230E 4304750381 17446 3 GW P SENW D 3 MVRD P ML47062 N2995
BONANZA1023-2K1S 02 100S 230E 4304750382 17445 3 GW P SENW D 3 WSMVD P ML47062 N2995
BONANZA4-6 Af 04 100S 230E 4304734751 13841 1 GW P NESW 1 MNCS P UTU-33433 N2995
BONANZA1023-4A 04 100S 230E 4304735360 14261 1 GW P NENE 1 WSMVD P U-33433 N2995
BONANZA1023-4E 04 100S 230E 4304735392 14155 1 GW P SWNW 1 WSMVD P U-33433 N2995
BONANZA1023-4C 04 100S 230E 4304735437 14252 1 GW P NENW 1 WSMVD P U-33433 N2995
BONANZA1023-4M 04 100S 230E 4304735629 14930 1 GW P SWSW 1 WSMVD P U-33433 N299Š
BONANZA 1023-40 04 100S 230E 4304735688 15111 1 GW P SWSE 1 WSMVD P UTU-33433 N2995
BONANZA 1023-41 04 100S 230E 4304735689 14446 1 GW P NESE 1 MŸRD ÌfU-33433 N2995
BONANZA 1023-4G 04 100S 230E 4304735746 14445 1 GW P SWNE 1 WSMVD P UTU-33433 N2995
BONANZA 1023-4D 04 100S 230E 4304737315 16352 1 GW P NWNW 1 WSMVD P U-33433 N2995
BONANZA 1023-4H 04 100S 230E 4304737317 16318 1 GW P SENE 1 WSMVD P UTU-33433 N2995
BONANZA 1023-4B 04 100S 230E 4304737328 16351 1 GW P NWNE 1 MVRD P UTU-33433 N2995
BONANZA 1023-4L 04 100S 230E 4304738211 16393 1 GW P NWSW 1 MVRD P UTU-33433 N2995
BONANZA 1023-4P 04 100S 230E 4304738212 16442 1 GW P SESE 1 WSMVD P UTU-33433 N2995
BONANZA1023-4N 04 100S 230E 4304738303 16395 1 GW P SESW 1 WSMVD P UTU-33433 N2995
BONANZA 1023-4FX (RIGSKID) 04 100S 230E 4304739918 16356 1 GW P SENW 1 WSMVD P UTU-33433 N2995
BONANZA 1023-50 05 100S 230E 4304735438 14297 1 GW P SWSE 1 WSMVD P U-33À33 N2995
BONANZA1023-5Af(RIGSKID) 05 100S 230E 4304735809 14243 1 GW P NENE 1 WSMVD P U-33433 N2995
BONANZA1023-5C 05 100S 230E 4304736176 14729 1 GW P NENW 1 WSMVD P UTU-33433 N2995
BONANZA 1023-5G 05 100S 230E 4304736177 14700 1 GW P SWNE 1 WSMVD P UTU-33433 N2995
BONANZA 1023-5M 05 100S 230E 4304736178 14699 1 GW P SWSW 1 WSMVD P UTU-73450 N2995
BONANZA 1023-5K 05 100S 230E 4304736741 15922 1 GW P NESW 1 WSMVD P UTU-33433 N2995
BONANZA 1023-5B 05 100S 230E 4304737318 16904 1 GW P NWNE TU-33433 N2995
BONANZA 1023-5E 05 100S 230E 4304737319 16824 1 GW P SWNW 1 WSMVD P UTU-33433 N2995
BONANZA 1023-5H 05 100S 230E 4304737320 16793 1 GW P SENE 1 WSMVD P UTU-33433 N2995
BONANZA 1023-5N 05 100S 230E 4304737321 16732 1 GW P SESW 1 WSMVD P UÏU-73450 N2995
BONANZA 1023-5L 05 100S 230E 4304737322 16825 1 GW P NWSW 1 MVRD P UTU-33433 N2995
BONANZA1023-5J 05 100S 230E 4304737428 17055 1 GW P NWSE 1 WSMVD P UÏÜ-33433N2995
BONANZA1023-SP 05 100S 230E 4304738213 16795 1 GW P SESE 1 MVRD P UTU-33433 N2995
BONANZA 1023-5N-1 05 100S 230E 4304738911 17060 1 GW P SESW 1 WSMVD P UTU-73450 N2995
BONANZA 1023-5PS 05 100S 230E 4304750169 17323 1 GW P NESE D 1 WSMVD P UTU-33433 N2995
BONANZA 1023-5G2AS 05 100S 230E 4304750486 17459 1 GW P SWNE D 1 MVRD P UTU 33433 N2995
BONANZA 1023-5G2CS 05 100S 230E 4304750487 17462 1 GW P SWNE D 1 MVRD P ÜTU 33433 N2995
BONANZA1023-5G3BS 05 100S 230E 4304750488 17461 1 GW P SWNE D 1 MVRD P UTU 33433 N2995
BONANZA1023-5G3CS 05 100S 230E 4304750489 17460 1 GW P SWNE D 1 MVRD P UTU 33433 N2995
BONANZA 1023-5N4AS 05 100S 230E 4304752080 18484 1 GW DRL SWSW D 1 WSMVD DRL UTU73450 N2995
BONANZA 1023-8C2DS 05 100S 230E 4304752081 18507 1 GW DRL SWSW D 1 WSMVD DRL UTU37355 N2995
BONANZA6-2 06 100S 230E 4304734843 13796 1 GW TA NESW 1 WSMVD TA UTU-38419 N2995
BONANZA1023-6C 06 100S 230E 4304735153 13951 1 GW P NENW 1 MVRD P U-38419 N2995
BONANZA1023-6E 06 100S 230E 4304735358 14170 1 GW P SWNW 1 MVRD P U-38419 N2995
BONANZA 1023-6M 06 100S 230E 4304735359 14233 1 GW P SWSW 1 WSMVD P U-38419 N2995
BONANZA1023-6G 06 100S 230E 4304735439 14221 1 GW P SWNE 1 WSMVD P UTU-38419 N2995
BONANZA1023-60 06 100S 230E 4304735630 14425 1 GW TA SWSE 1 WSMVD TA U-38419



|BONANZA1023-6A 06 100S 230E 4304736067 14775 1 GW P NENE 1 WSMVD P U-33433 N2995
BONANZA 1023-6N 06 100S 230E 4304737211 15672 1 GW P SESW 1 WSMVD P UTU-38419 N2995
BONANZA 1023-6L 06 100S 230E 4304737212 15673 1 GW P NWSW 1 WSMVD P UTU-38419 N2995
BONANZA 1023-6J 06 100S 230E 4304737213 15620 1 GW P NWSE 1 WSMVD P UTU-38419 N2995
BONANZA 1023-6F 06 100S 230E 4304737214 15576 1 GW TA SENW 1 WSMVD TA UTU-38419 N2995
BONANZA1023-6P 06 100S 230E 4304737323 16794 1 GW P SESE 1 WSMVD P UTU-38419 N2995
BONANZA 1023-6H 06 100S 230E 4304737324 16798 1 GW S SENE 1 WSMVD S UTU-33433 N2995
BONANZA1023-6D 06 100S 230E 4304737429 17020 1 GW P NWNW 1 WSMVD P UTU-38419 N2995
BONANZA1023-6B 06 100S 230E 4304740398 18291 1 GW P NWNE 1 WSMVD P UTU-33433 N2995
BONANZA 1023-6M1BS 06 100S 230E 4304750452 17578 1 GW P NWSW D 1 WSMVD P UTU 38419 N2995
BONANZA 1023-6N1AS 06 100S 230E 4304750453 17581 1 GW P NWSW D 1
BONANZA1023-6N1CS 06 100S 230E 4304750454 17580 1 GW P NWSW D 1 WSMVD P UTU38419 N2995
BONANZA1023-6N4BS 06 100S 230E 4304750455 17579 1 GW P NWSW D 1 WSMVD P UTU 38419 N2995
BONANZA1023-6l2S 06 100S 230E 4304750457 17790 1 GW P NESE D 1 WSMVD P UTU 38419 N2995
BONANZA1023-6148 06 100S 230E 4304750458 17792 1 GW P NESE D 1 WSMVD P UTU38419 N2995
BONANZA1023-6J3S 06 100S 230E 4304750459 17791 1 GW P NESE D 1 WSMVD P UTU38419 N2995
BONANZA 1023-6P1S 06 100S 230E 4304750460 17793 1 GW P NESE D 1 WSMVD P 38419 N2995
BONANZA 1023-6A2CS 06 100S 230E 4304751430 18292 1 GW P NWNE D 1 WSMVD P UTU33433 N2995
BONANZA1023-6B4BS 06 100S 230E 4304751431 18293 1 GW P NWNE D 1 WSMVD P UTU33433 N2995
BONANZA1023-6B4CS 06 100S 230E 4304751432 18294 1 GW P NWNE D 1 WSMVD P UTU33433 N2995
BONANZA 1023-6C4BS 06 100S 230E 4304751449 18318 1 GW P NENW D 1 WSMVD P UTUi8
BONANZA 1023-6D1DS 06 100S 230E 4304751451 18316 1 GW P NENW D 1 WSMVD P UTU38419 N2995
FLAT MESA FEDERAL 2-7 07 100S 230E 4304730545 18244 1 GW S NENW 1 WSMVD S U-38420 N2995
BONANZA1023-7B 07 100S 230E 4304735172 13943 1 GW P NWNE 1 MVRD P U-38420 N2995
BONANZA 1023-7L 07 100S 230E 4304735289 14054 1 GW P NWSW 1 WSMVD P U-38420 N2995
BONANZA 1023-7D 07 100S 230E 4304735393 14171 1 GW P NWNW 1 WSMVD P -Š8420 N2995
BONANZA 1023-7P 07 100S 230E 4304735510 14296 1 GW P SESE 1 WSMVD P U-38420 N2995
BONANZA 1023-7H 07 100S 230E 4304736742 15921 1 GW P SENE 1 WSMVD P UTU-38420 N2995
BONANZA 1023-7NX (RIGSKID) 07 100S 230E 4304736932 15923 1 GW P SESW 1 WSMVD P UTU-38420 N2995
BONANZA 1023-7M 07 100S 230E 4304737215 16715 1 GW P SWSW 1 WSMVD P UTU-38420 N2995
BONANZA 1023-7K 07 100S 230E 4304737216 16714 1 GW P NESW 1 WSMVD P UTU-38420 N2995
BONANZA1023-7E 7 100S 230E 4304737217 16870 1 GW P SWNW 1 WSMŸD P UTU-38420 N2995
BONANZA1023-7G 07 100S 230E 4304737326 16765 1 GW P SWNE 1 WSMVD P UTU-38420 N2995
BONANZA1023-7A 07 100S 230E 4304737327 16796 1 GW P NENE 1 WSMVD P UTU-38420 N2995
BONANZA1023-70 07 100S 230E 4304738304 16713 1 GW P SWSE 1 MVRD P UTU-38420 N2995
BONANZA1023-7B-3 07 100S 230E 4304738912 17016 1 GW P NWNE 1 WSMVD P UTU-38420 N2995
BONANZA 1023-07JT 07 100S 230E 4304739390 16869 1 GW P NWSE 1 WSMVD P UTU-38420 N2995
BONANZA1023-7J2AS 07 100S 230E 4304750474 17494 1 GW P NWSE D 1 WSMVD P UTU38420 N2995
BONANZA1023-7J2DS 07 100S 230E 4304750475 17495 1 GW P NWSE D 1 WSMVD P UTU38420 N2995
BONANZA 1023-7L3DS 07 100S 230E 4304750476 17939 1 GW P NWSW D 1 WSMVD P UTU 38420 N2995
BONANZA 1023-7M2AS 07 100S 230E 4304750477 17942 i GW P NWSW D 1 WSMVD P UTU 38420 N2995
BONANZA 1023-7N2AS 07 100S 230E 4304750478 17940 1 GW P NWSW D i WSMVD P UTU 38420 N2995
BONANZA1023-7N2DS 07 100S 230E 4304750479 17941 1 GW P NWSW D 1 WSMVD P UTU38420 N2995
BONANZA1023-7O4S 07 100S 230E 4304750480 17918 1 GW P SESE D 1 WSMŸD P UTU 38420 N2995
BONANZA 1023-7P2S 07 100S 230E 4304750482 17919 1 GW P SESE D 1 WSMVD P UTU 38420 N2995
BONANZA 8-2 08 100S 230E 4304734087 13851 1 GW P SESE 1 MVRD P U-37355



BONANZA 8-3 08 100S 230E 4304734770 13843 1 GW P NWNW 1 MVRD P U-37355 N2995
BONANZA 1023-8A 08 100S 230E 4304735718 14932 1 GW P NENE 1 WSMVD P UTU-37355 N2995
BONANZA 1023-8L 08 100S 230E 4304735719 14876 WSMVD P UTU-37355 N2995
BONANZA 1023-8N 08 100S 230E 4304735720 15104 1 GW P SESW 1 WSMVD P UTU-37355 N2995
BONANZA 1023-8F 08 100S 230E 4304735989 14877 1 GW S SENW 1 WSMVD S UTU-37355 N2995
BONANZA1023-8\ 08 100S 230E 4304738215 16358 1 GW P NESE 1 WSMVD P UTU-37355 N2995
BONANZA1023-8K 08 100S 230E 4304738216 16354 1 GW P NESW 1 WSMVD P UTU-37355 N2995
BONANZA1023-8M 08 100S 230E 4304738217 16564 1 GW P SWSW 1 MVRD P UTU-37355 N2995
BONANZA1023-8G 08 100S 230E 4304738218 16903 1 GW P SWNE 1 WSMVD P UTU-37355 N2995
BONANZA1023-8E 08 100S 230E 4304738219 16397 1 GW P SWNW 1 WSMVD P UTU-37355 N2995
BONANZA 1023-8C 08 100S 230E 4304738220 16355 1 GW P NENW 1 WSMVD P UTU-37355 N2995
BONANZA1023-8B 08 100S 230E 4304738221 16292 1 GW P NWNE 1 WSMVD P UTU-37355 N2995
BONANZA 1023-8H 08 100S 230E 4304738222 16353 1 GW P SENE 1 WSMVD P UTU-37355 N2995
BONANZA 1023-80 08 100S 230E 4304738305 16392 1 GW P SWSE 1 WSMVD P UTU-37355 N2995
BONANZA 1023-8B-4 08 100S 230E 4304738914 17019 1 GW P NWNE 1 WSMVD P UTU-37355 N2995
BONANZA 1023-8A1DS 08 100S 230E 4304750481 1¾18 D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8A4BS 08 100S 230E 4304750483 17519 1 GW P NENE D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8B1AS 08 100S 230E 4304750484 17520 1 GW P NENE D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8B2AS 08 100S 230E 4304750485 17521 1 GW P NENE D 1 WSMVD P UTU37355 N2995
BONANZA1023-8O2S 08 100S 230E 4304750495 17511 1 GW P NWSE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8J1S 08 100S 230E 4304750496 17509 1 GW P NWSE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-803S 08 100S 230E 4304750497 17512 1 GW P NWSE D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8J3 08 100S 230E 4304750498 17510 1 GW P NWSE 1 WSMVD P UTU37355 N2995
BONANZA 1023-8C4CS 08 100S 230E 4304750499 17544 1 GW P NENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8D2DS 08 100S 230E 4304750500 17546 1 GW P 1 MM UTU 37355 N2995
BONANZA 1023-8D3DS 08 100S 230E 4304750501 17545 1 GW P NENW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8F3DS 08 100S 230E 4304750502 17543 1 GW P NENW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8A4CS 08 100S 230E 4304751131 18169 1 GW P NWNE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8B3BS 08 100S 230E 4304751132 18167 1 GW P NWNE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8C1AS 08 100S 230E 4304751133 18166 1 GW P NWNE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8G3AS 08 100S 230E 4304751134 18168 1 GW P NWNE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8E2AS 08 100S 230E 4304751135 18227 1 GW P SENW D 1 WSMVD P UTU37355 N2995
BONANZA1023-8F3BS 08 100S 230E 4304751136 18227 1 GW P SENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8F4AS 08 100S 230E 4304751137 18224 1 GW P SENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8F4DS 08 100S 230E 4304751138 18225 1 GW P SENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8J2CS 08 100S 230E 4304751139 18226 1 GW P SENW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8G4DS 08 100S 230E 4304751140 18144 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8H2DS 08 100S 230E 4304751141 18142 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8H3DS 08 100S 230E 4304751142 18143 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8H4DS 08 100S 230E 4304751143 18141 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-814BS 08 100S 230E 4304751144 18155 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8J4BS 08 100S 230E 4304751145 18154 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8P1AS 08 100S 230E 4304751146 18156 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8P2BS 08 100S 230E 4304751147 18153 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8P4AS 08 100S 230E 4304751148 18157 1 GW P NESE D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8E2DS 08 100S 230E 4304751149 18201 1 GW P NWSW D 1 WSMVD P UTU 37355



BONANZA1023-8E3DS 08 100S 230E 4304751150 18200 1 GW P NWSW D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8K1CS 08 100S 230E 4304751151 18199 1 GW P NWSW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8K4CS 08 100S 230E 4304751152 18198 1 GW P NWSW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8L3DS 08 100S 230E 4304751153 18197 1 GW P NWSW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8M2AS 08 100S 230E 4304751154 18217 1 GW P SWSW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8M2DS 08 100S 230E 4304751155 18216 1 GW P SWSW D 1 WSMVD P UTU 37355 N2995
BONANZA1023-8N2BS 08 100S 230E 4304751156 18218 1 GW P SWSW D 1 WSMVD P UTU37355 N2995
BONANZA 1023-803CS 08 100S 230E 4304751157 18254 1 GW P SWSE D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8N3DS 08 100S 230E 4304751158 18215 1 GW P SWSW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8O4AS 08 100S 230E 4304751159 18252 1 GW P SWSE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-8P2CS 08 100S 230E 4304751160 18251 1 GW P SWSE D 1 WSMVD P UTU37355 N2995
BONANZA 1023-8P3CS 08 100S 230E 4304751161 18253 1 GW P SWSE D 1 WSMVD P UTU37355 N2995
CANYON FEDERAL 2-9 09 100S 230E 4304731504 1468 1 GW P NENW 1 MVRD P U-37355 N2995
SOUTHMAN CANYON9-3-M 09 100S 230E 4304732540 11767 1 GW S SWSW 1 MVRD S UTU-37355 N2995
SOUTHMAN CANYON9-4-J 09 100S 230E 4304732541 11685 1 GW S NWSE 1 MVRD S UTU-37355 N2995
BONANZA9-6 09 100S 230E 4304734771 13852 1 GW P NWNE 1 MVRD P U-37355 N2995
BONANZA 9-5 09 100S 230E 4304734866 13892 1 GW P SESW 1 MVRD P U-37355 N2995
BONANZA1023-9E 09 100S 230E 4304735620 14931 1 GW P SWNW 1 WSMVD P Ù-37355 N2995
BONANZA1023-91 09 100S 230E 4304738223 16766 1 WSMVD P UTÜ-37355N2995
BONANZA 1023-9D 09 100S 230E 4304738306 16398 1 GW P NWNW 1 WSMVD P UTU-37355 N2995
BONANZA 1023-9J 09 100S 230E 4304738811 16989 1 GW P NWSE 1 WSMVD P UTU-37355 N2995
BONANZA 1023-9B3BS 09 100S 230E 4304750503 17965 1 GW P SENE D 1 WSMVD P UTU 37355 N2995
BONÁNZA 1023-9B3CS 09 100S 230E 4304750504 17968 1 GW P SENE D 1 WSMVD P UTU37355 N2995
BONANZA1023-9H2BS 09 100S 230E 4304750505 17966 1 GW P SENE D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-9H2CS 09 100S 230E 4304750506 17967 1 GW P SENE D 1 WSMVD P UTU 37355 N2995
BONANZA10-2 10 100S 230E 4304734704 13782 1 GW P NWNW 1 MVRD P U-72028 N2995
BONÁNZA1023-10L 10 100S 230E 4304735660 15164 1 WSMVD P U-38261 N2995
BONANZA 1023-10E 10 100S 230E 4304738224 16501 1 GW P SWNW 1 MVRD P UTU-72028 N2995
BONANZA 1023-10C 10 100S 230E 4304738228 16500 1 GW P NENW 1 MVRD P UTU-72028 N2995
BONANZA 1023-10C-4 10 100S 230E 4304738915 17015 1 GW P NENW 1 MVRD P UTU-72028 N2995
BONANZA 11-2 11 100S 230E 4304734773 13768 1 GW P SWNW 1 MVMCS P UTU-38425 N2995
BONANZA 1023-11K 11 100S 230E 4304735631 15132 1 GW P NESW 1 WSMVD P UTU-38425 N2995
BONANZA 1023-11B 11 100S 230E 4304738230 16764 1 GW P NWNE 1 MVRD P UTU-38425 N2995
BONANZA 1023-11F 11 100S 230E 4304738232 16797 1 GW P SENW 1 MVRD P UTU-38425 N2995
B0NANZA 1023-11D 11 100S 230E 4304738233 16711 1 GW P NWNW 1 MVRD P UTU-38425 N2995
B0NANZA 1023-11G 11 100S 230E 4304738235 16826 1 GW P SWNE 1 MVRD P UTU-38425 N2995
BONÀNZA1023-11C 11 100S 230E 4304738309 16736 1 GW P NENW 1 MVRD P UTU-38425 N2995
BONANZA1023-11J 11 100S 230E 4304738310 16839 1 GW P NWSE 1 WSMVD P UTU-38424 N2995
BONANZA1023-11N 11 100S 230E 4304738311 16646 1 GW P SESW 1 MVRD P UTU-38424 N2995
BONANZA 1023-11M 11 100S 230E 4304738312 16687 1 GW P SWSW 1 MVRD P UTU-38424 N2995
BÒNANZA1023-11L 11 100S 230E 4304738812 16987 1 GW P NWSW 1 WSMVD P UTU-38424 N2995
NSO FEDERAL 1-12 12 100S 230E 4304730560 1480 1 GW P NENW 1 MVRD P UTU-38423 N2995
WHITE RIVER 1-14 14 100S 230E 4304730481 1500 1 GW S NENW 1 MVRD S U-38427 N2995
EÏ0NANZA1023-14D 14 100S 230E 4304737030 16799 1 GW P NWNW 1 MVRD P UTU-38427 N2995
BONANZA1023-14C 14 100S 230E 4304738299 16623 1 GW P NENW 1 MVRD P UTU-38427 N2995
BONANZA FEDERAL 3-15 15 100S 230E 4304731278 8406 1 GW P NENW 1 MVRD P U-38428 N2995
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BONANZA1023-15H 15 100S 230E 4304738316 16688 L 1 GW P SENE 1 MVRD P UTU-38427 N2995
BONANZA1023-15J 15 100S 230E 4304738817 16988 1 GW P NWSE 1 MVRD P UTU-38427 N2995
BONANZA1023-15H4CS 15 100S 230E 4304750741 17492 _1 GW P NESE D 1 MVRD P TU 38427 N2995
BONANZA 1023-15\2AS 15 100S 230E 4304750742 17493 1 GW P NESE D 1 WSMVD P UTU 38427 N2995
BONANZA 1023-15l4BS 15 100S 230E 4304750743 17490 1 GW P NESE D 1 WSMVD P UTU 38427 N2995
BONANZA 1023-15P1BS 15 100S 230E 4304750744 17491 1 GW P NESE D 1 WSMVD P UTU 38427 N2995
LOOKOUT POINT STATE 1-16 16 100S 230E 4304730544 1495 3 GW P NESE 3 WSMVD P ML-22186-A N2995
BONANZA1023-16J 16 100S 230E 4304737092 15987 3 GW OPS NWSE 3 WSMVD OPS ML-22186-A N2995
BONANZA1023-17B 17 100S 230E 4304735747 15165 1 GW P NWNE 1 WSMVD P ÜTU-37355 N2995
BONANZA1023-17C 17 100S 230E 4304738237 16585 1 GW P NENW 1 WSMVD P UTU-37355 N2995
BONANZA 1023-17D3S 17 100S 230E 4304750511 17943 1 GW P NENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-17E2S 17 100S 230E 4304750512 17944 1 GW P NENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-17E3AS 17 100S 230E 4304750513 17945 1 GW P NENW D 1 WSMVD P UTU 37355 N2995
BONANZA 1023-17E3CS 17 100S 230E 4304750514 17946 1 GW P NENW D 1 WSMVD P UTU 37355 N2995
BONANZA1023-18G 18 100S 230E 4304735621 14410 1 GW P SWNE 1 WSMVD P U-38241 N2995
BONANZA1023-18B 18 S 230E 4304735721 14395 1 GW P NWNE 1 WSMVD P 8421 N2995
BONANZA1023-18DX (RIGSKID) 18 100S 230E 4304736218 14668 1 GW P NWNW 1 WSMVD P U-38241 N2995
BONANZA 1023-18A 18 100S 230E 4304738243 16625 1 GW P NENE 1 WSMVD P UTU-38421 N2995
BONANZA 1023-18F 18 100S 230E 4304738244 16624 1 GW P SENW 1 WSMVD P ÜTU-38421 N2995
BONANZA1023-18E 18 100S 230E 4304738245 16645 1 GW P SWNW 1 MVRD P UTU-38421 N2995
BONANZA1023-18C 18 100S 230E 4304738246 16734 1 GW P NENW 1 MVRD P UTU-38421 N2995
BONANZA1023-18G-1 18 S 230E 4304738916 17135 1 GW P SWNE 1 WSMVD P UTU-38421 N2995
BONANZA 1023-18D3AS 18 S 230E 4304750448 17498 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA1023-18D3DS 18 100S 230E 4304750449 17499 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONAÑZA1023-18E2DS 18 100S 230E 4304750450 17497 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA1023-18E3AS 18 100S 230E 4304750451 17496 1 GW P SENW D 1 WSMVD P UTU 38421 N2995
BONANZA1023-18L2S 18 100S 230E 4304750520 18111 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA 1023-18L3S 18 100S 230E 4304750521 18110 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA 1023-18K3AS 18 100S 230E 4304751061 18112 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA 1023-18K3BS 18 100S 230E 4304751063 18113 1 GW P SWNW D 1 WSMVD P fÜ38421 N2995
BONANZA1023-18M2AS 18 100S 230E 4304751064 18117 1 GW P SWNW D 1 WSMVD P Ü38421 N2995
BONANZA1023-18M2DS 18 100S 230E 4304751065 18116 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA 1023-18N2AS 18 100S 230E 4304751066 18114 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA 1023-18N2DS 18 100S 230E 4304751067 18115 1 GW P SWNW D 1 WSMVD P UTU 38421 N2995
BONANZA 1023-10F 10 100S 230E 4304738225 16565 GW P SENW MVRD P UTU 72028 N2995
BONANZA1023-6D1AS 6 100S 230E 4304751450 18320 GW P NENW D WSMVD P UTU 38419 N2995
BONANZA1023-6C1CS 6 100S 230E 4304751448 18319 GW NENW D UTU 38419 N2995
BONANZA 1023-6D3AS 6 100S 230E 4304751452 18317 GW P NENW D WSMVD P UTU 38419
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